«In accordance with DIN 862

« Instant declaration

+For extarnal, internal, step and depth measurements
- Scale division in black

« Measuring bar in mm and imperial divisions

« Thread table

« Entirely hardened, finely engineered

- Stainiess steel

Workshop vernier calliper without points 0 - 500 mm

=In accordance with DIN 862

=Locking screw

=For external and internal measuremants
=Scale division in black

»Measuring bar in mm and imperial divisions
= Entirely hardened, finely engineerad

= Stainless steal

=|n durable plastic case
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«In leather case Y
.
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3000510 0-150 400 2350 005 flat 145

Workshop vernier calliper O - 300 mm

«In accordance with DIN 862

* Locking serew

«For extemal, internal, step and depth measuremants
+ Scale division in black

*Maasuring bar in mm divisions

+Entirely hardened, finely engineered

» Stainless steel

«In durable plastic case

veurg A |, e
ge - mm mm e
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Brake drum calliper 0 - 500 mm

=In accordance with DIN 862

=Locking screw

= For extemal and internal measurements
=Scale division in black

= Fine adjustment

=Measuring bar in mm divisions

« Thread table

«Internal measura has direct reading
*Entirely hardened, finely engineersd

= Stainless steel
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*In accardance with DIN 862

«With fixed adjusting screw and fine rolling adjustment
«For external, internal, step and depth measurements
»Scale division in black

»Measuring bar in mm and imparial divisions
+mmifimperial switching

Thread table

*Reset (to zero) in every position possible

+Large LCD display - figure height 10.0 mm

«With automatic switching off

«Entirely hardened, fingly enginaerad

+Stainless steel

+In durable plastic case
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13000525 0-200 40-340 250

410,0 +-0.02 500

(3000532 0-150 400 &350 +-003 fat 300

300.0515 0-300 550 4150 +-005 fla 250

Dial varnier calliper 0 - 150 mm

«In accordance with DIN 862

+Fixed adjusting screw and revolving scale reading
«For external, internal, step and depth measurements
« Scale division in black

* Measuring bar In mm divisions

« Thread table

« Eniirely hardened, finely engineered

= Stainless stegl

*In durable plastic case
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300.0547 0-150 40,0 2360 +-002 flal

| 300.0530 0 -500 60-560 150.0

6600 +- 005 1380

P67 | vernier calliper

»Accuracy according to works standard
«Protection class IP67

*Locking screw

+For external, internal, step and depth measurements
+5cale division in blue

*Measuring bar in mm divisions
mm/imperial switching

* Thread table

»Reset (to zero) in every position possible
+Large LCD display figure height 6,0 mm
»With automatic switching off

»Entirely hardened, finely enginesred
+Slainless steel

«|n durable plastic case

Digital vernier calliper 0 - 150 mm

[2000531 0-150 400 2400 003 fat 150




Workshop vernier calliper without points 0 - 1000 mm

=In accordance with DIN 862

~Locking screw

«For external and internal measurements
«mm/imperial switching

-Reset (lo zero) in every position possible
=Knife points

=Fine adjustment

=Large LGD display figure height .0 mm
= With automatic switching off

=Entirsly hardaned, finely enginearad

= Stainless steal

=In durable plastic case

n:\m ml?n ﬁ
300858 0-900 900 4400 <003 114
3000862 0-500 1500 6700  4-003 286
|300.0883 01000 1500 12200 +-003 480

BRAKE DISK VERNIER CALLIPERS

Brake disk vernier calliper 0- 80 mm

«In accordance with DIN 862

*Locking screw

= Scale division in black

«Pracision scale division In mm

+Drag nonius for fixation of measured values
=Vemier and scale satin finish

= Stainless steel

=In durable case

] A L e o ﬁ
e mm mm =

| 2000535 0-&0 550 162,0 +-001 130

Imnsas 0-80 120,0 2550 +001 135

Digital brake disk vernier calliper 0 - 60 mm

=|n accordance with DIN 862

= Locking scraw

«For internal measuremeants

«Seale division in black

«Measuring bar in mm and imperial divisions
=mm/imperial switching

=Hold button for fixing measured value
=Reset (o zero) in every position possible
=Large LCD display - figure height 10.0 mm
=With automatic switching off

«Entirely hardened, finaly engineared

= Stainless steel

=In durable plastic case

5
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3000540 0- 60 35,0 160,0 +H-003 130 ,

Digital brake drum vernier calliper 0 - 100 mm

=In accordance with DIN 862

«mim/imperial switching

=Hold button for fixing measured value
+Reset (lo zero) in every position possible
+LCD display - figure haight 6,0 mm
~With automatic switching off

+Stainless steal, hardenad

#|n durable plastic case

Mazureg A L firisid ﬁ
ooy mm mm o

3000539 0-100 95,0 2070

Brake disc calliper gauge 200 - 400 mm

+Allows identification of the brake disc diameter without disas-

sembling the wheels 3
+Universal usage
«Quick Identification of the braking system
*No wrong ordering of brake pads or brake discs
«Quick and efficient 4
+Saves a lotof time

Meesaig Lenn
ringa nm £

“z00- 400 @ e
' 10

DEPTH VERNIER CALLIPERS

11

Depth gauge 0 - 500 mm 1 2
+In accordance with DIN 882

»Locking screw

«Vemier scale two sided accurate laser scales

+Scale division in black

*Measwring bar in mm divisions

«Entirely hardened, finely enginesred

*Stainless steel

+In durable plastic case 1 4

15
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mm“ 0- 150 100,0 2250 +-0,02 160
3000672 0-200 1000 | 2750  +-002 174
000573 0- 250 1250 300 +- 002 180 1 9
3000574 0-300 1250 3820 4002 285
3000576 0-200 1500 9020  +-002 900
(3000576 0-400 1500 4800  +-002 870 20
3000577 D-500 1500 5900 +-0.02 406

Depth vernier calliper with feeler pin 0 - 500 mm

+In accordance with DIN 862

+Locking screw 22
*Vamiar scale two sided accurate laser scales

+Scale division in black

»Measuring bar in mm divisions

-Entirely hardened, finely enginearad 23
+Hardened fealer pin

+Stainless steel

«Ir durable plastic case 24

A< I.:_‘,ri 25
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i mm mm an
J00.0551 0-80 5000 1800 +-002 10 70
3000853 0-150 1000 2310 +-002 15 150
300.0553 0- 200
-300.0554 0 - 300

2000561 0-500

29

30




ital tyre pressure and thread gau

=Precise and repeatable LCD measurement

=For depth measurements

«For tyre pressure measurements

=Measurement with acoustic signal

= Pressure measurement range can be switched between bar,
kpa and PSI

«Low energy consumption due to automatic shutdown

-Includes batteries, key chain and belt clip

vernier calliper 0 - 500 mm Digital outside micrometre

+DIN 863
-With measurement locking screw

+Measuring torce rule through ratchet sensation
*Measuring surlaces with hard metal tips

+With hand warmth insulation

«Stainless steel

=2 mm feed enables quick measurement

*IP54

+Large LCD display

+With automatic switching off

+In durable plastic case

+In accordance with DIN 862
+Locking screw

+For depth measurements
+Seale division in black
«mm/imperial switching
+*Reset (o zero) in every position possible
Large LCD display - figure height 10.0 mm
+With automatic switching oft

+Entirely hardened, finely engineerad
+Stainless stael

«In durable plastic case

Vesmerg A L Zhouns ﬁ
el mm mm e

300.0548 0-500 200,0 SB80,0 +-003 115 |

o SO O oo bese Bl

800.0581 25-50 320 1800.-000 65 170 05 320

*Locking screw 300.0882 50-75 45,0 205.04-001 65 170 05 370
shrale clusion i black. ‘3000883 75100 570 220,0.-001 €5 170 08 300
«Pracision scale division in mm RSN 75700 (67,07 220,056 001 TES. A0 O] 3900

»Drag nonius for fixation of measured values
*Vernier and scale satin finish

+Stainless steel

+In durable case

Holder for axternal micrometers

+For external micrometers up to 300 mm
+Clamp opening 16mm

+Clamping jaws made out of plastic
*Inclinable locking facility

*Heavy standing foot

]
g

i

0,0-15,0 a0

100.4060 0,35-6,80

Digital depth gauge 0- 25 mm

=In accordance with DIN 862

=Locking screw

»For depth measuremenis

-mm‘imperial switching

=Resel (to zero) in every positon possible
«Large LCD display figure height 8.0 mm
= With automatic switching off

=Entirely hardened, finely engineered
=Slainless steel

=In durable plastic case

ity A L
i mm mm

3000550 0-25 400 1260

Dosplay ﬁ

+-0,03 100

| = Cast iron
|
| l. =
iy |
'
ass. A L e
—— mm mm iy ﬁ
3004561 0-160 1000 2750  +/-005 BG4S
3004562 0-250 14D0 3750  +-005 745
3001563 0-300 160,0 4250 +0,05 B25 ﬁ
3001564 0- 500 160,0 B25,0 +-0,08 1065 | 300.0680 Haldar tar exsernal micromeaters 1,80

MICROMETER & MOUNT

+|n accordance with DIN 863

+With measurement locking screw

+Measuring force rule through ratchet sensation
+Spindle made out of hardened steel
«Measuring surfaces with hard metal tips

*With hand warmth insulation

»Stainless steel

+In durable plastic case

Set of outside micrometres

*In accordance with DIN 863

+With measurement locking screw

*Measuring force rule through ratchet sensation
+Spindle made out of hardened steel
»Measuring surlaces with hard metal tips

«With hand warmth insulation

+Stainless steel

Meaces A L il n, BReade SOum @ 5nade
memr gen mm S e me g

*In durable plastic storage case
‘ I
(3000885 0.5 300 13004000 65 150 05 300
300.0556 5550 350 1650+-001 65 170 05 315
3000557 S0-75 46,0 190,0+-001 65 170 05 370 &
300.0558 75100 58,0 220,0 +-001 65 170 05 485 | 300.0538° 4 pcs  Sef of outside micrometres 1,57
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Precision-dial indicator gauge with zero satting 0 ST 2
mm
| o ; =DM 2270
RS Micomeler O 25mm G ~high performance and anti-magnetic due 1o its high-guality 3
| 300L0556  Micromster, 0-50mm s brass basa body
| B00.0657 Micrometer, 50-75mm 370 « Tolerance marks
W Micrometer, 75-100mm 486 ~Gem storage for enhanced sansitivity 4

=Carbide needle
+230° turning range of the stylus

+In total there are 3 dovetails for mounting brackets
DIAL GAUGES «Stylus length 16.5 mm

«|n durable plastic storage case

Precision dial indicator gauge 0 - 10 mm
Magnetic measurement stand with 3 joints 6

«In accordance with DIN 878
+With securing screw and turnable dial face

*For clamping of the dial indicator

« Shockproof *Revolving base
«Splash proofed +Transverse arm with joint and fine adjustment 7
+Measuring tip protected against contamination by a ballowed «With on and off switchable magnetic base

slaaye *High adhesive force on burnished steel and cast areas

+Clamping shaft & 8 mm HE

+With 2 measuring scales

+Spindle and clamping shalt made from stainless steal
+In durable plastic case

*Also adhesive on convolutions
«Foot with prismatic base and stop area mounted edges 8
«With dial guage reception & 8 mm

=in accordance with 150 9001

+with standard dial

=for measuring thickness of wires, sheet matal, films, threads
ete.

=suitable for direct and comparafive measurements

=with rotating scale

=Button made out of stainless steel

=Brackat mads from cast iron

=|n durable plastic case

14

10

\}y [ =& i i=a |
\y | 300.0564 0-008 300 75.0 185 +-001 220 11
! I z

15

Rofin Mgt hwlsen  atwmom o Sued ﬁ
e LeWaHme  ma " e

3000823 2800 SONSENED 3800 BO0O 120 1,70

16

17

Measuring tool set
EEET

*Practical assortment for daily workshop usage
«Includes accurate machined protective foam insert

Digital precision dial indicator gauge 0 - 10 mm

~mm/imperial switching

*Reset (10 zern) in every position +In durable plastic storage case 1 g
+Large LCD display figure height 6,0 mm i o H T P ﬁ

+*Clamping shait @ 8 mm HE e mm mm -

+With automatic switching off 300,0628 0-50mm 600 140 +-001 10 300

+Spindle and clamping shaft made from stainless steel 20

*In durable wooden case

Magnetic measurement stand with 2 joints
- D -

+For clamping of the dial indicator

»Revolving base

= Transverse arm with joint and fine adjustment

«With on and off switchable magnetic base

=High adhesive foree on burnished steel and cast areas
«Also adhesive on convolutions

=Foot with prismatic base and stop area mountad edges
o =With dial guage reception @ 8 mm

21

22

23

24

_ - 25

e i = &
| 300.0565 0-10 50.0 +-002 280 ﬁ 26
. - i - - 11802240 7 pes Measuring ool set 1.65
. - = b ‘ - : consists of: 2?

3000585 Micrometar, 0-25mm T s 28
B00.0510 Pocket vemier calliper 0-150mm, 235mm 145
000102 Fiesibile steel rule, 200mm L
300.0293 Square DIN 875/0, 100mm 115
3000300 Scribe, 190mm 10 29
Mt Megwhe ke Atewaes  fdd & s i R bl i =43
AR S 5 3000402 Procision spring pointed dividers, 138mm 120
8000625 180,0 ©0x50xE5 2800 6000 160 1,80 300.0632 Precision straight edge, 100mm 20

3(
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Thread gauge TORX" gauge

+For measuring the radial and axial unout of wheel hubs and
brake discs

+Exact positioning of the dial gauge on the test object with
magnatic dial gauge holdar

~Quick and sasy attachment of stand with prismatic support
and activated magnets

+Precise setting of the measuring scale with adjusiable
tolerance marks

«With rotating, knurled outer ring

«Suitable for measuring the brake disc thickness, and for
detecfion of imegularities and distortion

«With measured valua fixing lever and measuring torce contral
with raichet function

+In durable plasiic storage case

50,2230 3pcs Hrake disc measuring tool set 400

of:

3 525 Magnetic measurement stand with 2 joints. 1,80
300.0560 Precision dial indicalor gauge 0 - 10 mm 0,26
o

300.0556  Micrameter, 0-50mm 032

THREAD- & FEELER GAUGES

«For measuring the welded seams at right angled welded
comers

+Blades fan shaped on a ring

«Leaves individually marked with size

+Blades made cut of hardened spring steel

+For testing of Torx and E profiles
»Measuring caps fan shaped on aring
»Individually marked with size
*Measuring caps made from plastic

=For controlling and im:leasing the interior thread and outside
thread

=|mperial sizes

= Cylindrical tapared

= Leaves fan shaped arangement

=Leaves individually marked with size

«Qut of hardened spring steel

ETXT5 - E2xT6 - E4xT7 - ESxT8
- E6xT9 - E7xT10 - EBxT15
- E10xT20- E11xT25 - E125T27- &0
P& EtaxTan - E16xTas - E1ExT40
- E20xT45 - E22xT47 - E24xT50 -
| E26xT55- E2aTE0 - EGOCTIO.

10 20

P thmad

™ ne'nml?n ﬁ

T b ﬁ

3000619 3,0-3,5-4,0-4 5-5.0-5,5-6,0-6 5-7,0-
it 8,0-10,0-120

4-4 -85 7-5-0-10-11-12-
3010000 22 13-14-16-18 20-22.04.33-
40485664 speed

122 665 40

ler gauge

«For the testing of Intervals, contact distances ele,
+Feeler gauge conical tapered
= Fixing nut
= For controlling and increasing the interior thread and outside «Leaves individually marked with size

thread +Blades made out of hardened spring steel
=Metric sizes
= Cylindrical tapered
= Leaves fan shaped arangement
«Leaves individually marked with size
=0ut of hardened spring steal

Thread gauge

Towkh piteh Meaisr vy

pmeti
: | © D.05-0,10-0,15-0,20-0,250,30-
- B L 300.0600 0,35-0,40-0,45-0, 50-0,55.0, 60-

- mm mm ﬁ | 20 )65.0,70.0,75-0,80-0,85.0,00-
0,40-0,45-0,50-0,60-0,70- |

0,96-1,00
0,75-0,80-1,00-1,25-1,50-
1,75-2,00-2,50-3,00-3,50-
4,00-4,50-5,00-5,50-
&,00mm

w @
mm

1000 88

Tarhpace

m,qms 20 12,2 865 40

Antimagnetic brass feeler gauge

«For the testing of intervals, contact distances etc.
*Feeler gauge conical tapered

*Fixing nut

+Leaves individually marked with size

+Blades made of brass

eel thread gauge

=For threads according to DIN 103

= Equipped with 12 blades for pitch 2 - 20mm
sFlank angle 30*

»Blades made out of hardened spring stee|

oot pash Wiy L
o mm

0,05-0,1-0,15-0,2:0,25-0,5

1000 &5

0,05-0,1-0,15-0,2.0,25-0,3-

0,35-0,4-0,45-0,5-0,55-0,6-

0,65-0,7-0,75-0,8-0,85-0,8-
0.95-1.0

T sy L B ﬁ
i mmmm

2:3-4-56-7-8-91012-
16-20

1000 86

300.0622 30" 120,0 40,0 150
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Piston tolerance gauge

+For the testing of intervals, contact distances elc.
- Feeler gauge cylindrical

*Blades fan shaped on a ring

= Leaves individually marked with size

» Blades made out of hardened spring steel

*In accordance with DIM 875/2

«ldeal for accurate working in precision mechanical engineer-
ing and shop floor use

+Perpendicularity-, Parallelism- and smoothness tolerances
ground

«Slock area and crogs srea ground

= Special tool stee|

«In accordance with DIN 8751

«For the most accurate working and inspection in precision
mechanical enginsering

*Perpendicularity-, Paralielism- and smoothness tolerances
finely ground and aligned

*Stock and cross section finely ground and alinged

*Special tool steal

Tost b Haans L |
. i B
e ¢ 005010 15_-;1:0.25-0.3 Tk
(s 0,05-0,1-0,15-0,2-0,25-0,3-
il g o S S
= 0.05.0,1-0,150,2.0,25-0.80.4
el 1o 0508-07-08-09-10 100 80
T 0,05-0,1-0, 15+0,2-0,25-0,3-0,4-

ZENBIE 13 0.50,607-0,8091,0 200.0 150
0,05-0,1-0,150,2-0,25-0,3-
0,35.0,4-0,45.0,5-0,55-0,5-

S000SI8| 20 o 070760808508 100 150

0,35-1,0

SQUARES

+In accordance with DIN 875/0

«+|deal for the most accurate working and inspection in preci-
sion mechanical engineering

= Pearpendicularity-, Parallelism- and smoothnass tolerances
finely ground and aligned

~Stock and cross section finely ground and alinged

= Stainless steel

)
L1
s.
- 1
e ][I
1§ o il
.
- L2 -
.

wm wm mm o BN

3000280 500 400 1a0 50 40 |
200.0202 750 50,0 15,0 50 70 |
00.0203 1000 70.0 20,0 50 118 |
3000294 1500 100,0 25.0 50 210 |
3000285 2000 130.0 A0.0 60 350 |
3000206 2500 1850 35,0 70 880 |
3000297 5000 2000 40,0 80 1300 |

IANCE SUPPLIES SDN.BHD. T: +6 06 3338889/ 8887/ 8898 F: +6 063338899 Email: info@alliance-supplies.com
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000199 750 50,0 15,0 50 80
: 1000 700 200 50 {00
B ¥ 150.0 1000 250 5.0 250
3000202 2000 130,0 300 60 500
3000203 2500 1650 350 70 700
(3000204 3000 2000 40,0 8.0 1150
3000205 400,0 265.0 40,0 8,0 1180
‘3000206 5000 330.0 40,0 8.0 2800

L1
s
b
1 O = :| H
i
—
|
i ey e R |
3000258 750 50.0 15,0 50 80
3000255 1000 700 200 50 100
3000258 1500 1000 250 50 240
3000257 2000 1300 300 &0 450
300.0258 2500 1650 35,0 0 £50
3000258 3000 1750 400 a0  &oo
3000260 4000 2000 45,0 100 1100
3000261 5000 2500 500 100 1600

«Ideal for general working
»Machined on all sides
»Steel

Square with stock

»Ideal for general working
-With stock

«Machined on ali sides
*Steeal

!I!_“!r‘ lheﬂ mH'n ms;n a |'Ln rl;Jrl'I II'1(I|| ﬁ
50 50 200 170
50 50 200 280
50 50 200 940
50 50 280 530
s
B0 60 40,0 11680
80 &0 300 1440
B0 B0 300 1720
60 6,0 30,0 2080
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+In accordance with DIN 875/2

- ldeal for accurate working in precision mechanical engineer-

ing and shop floor use

=With stock

= Parpendicularity-, Parallelism- and smoothness folerances
ground

*Stock area and cross area ground

= Special tool stesl

L1 L2 H 1 o
mm  omm  mm omm mm

|:‘m a

3000281 750 S00 150 50 50 150 100
000282 1000 VOO 200 50 5D 200 155

300.0283| 1500 1000 250 S50 50 250 330

3000288 2000 1300 300 60 €0 200 G0
300.0285 2500 1650 350 70 70 3B0 750

300.0286 3000 1750 350 70 70 350 1200

a0 80 40,0 2300

uare with stock

=In accordance with DIN 8751

= For the most accurate working and inspection in precision
mechanical engineening

» Parpandicularity-, Paralielism- and smoothness tolerances
finely ground and aligned

» Stock and cross section finely ground and alinged

- With stock

= Special wol steal

L1 L2 H 1 J
mm  mm mm  mm  mm

o &
mm

3000208 750 500 150 50 50 150 100

+In accordance with DIN 875/0

+ldeal for the most accurate working and inspection in preci-

sion mechanical engineering

+*Perpendicularity-, Parallelism- and smoothness tolerances
finely ground and aligned

+Stock and cross section finely ground and alinged

+With stock
=H-
]
L1
1 [j — C
-2 T

x|

]

|
| -
1.y

+Stainless steel
L1 L2 H | J K
mm mary mm mm mm mm ﬁ

3000311 s00 400 140 55 45 180 &0
By 00 00 14D 85 &5 (18D o3

3000312 750 500 185 55 45 175 100

3000313 1000 700 200 55 50 254 185

300034 1500 000 240 55 6.0 234 390

3000315 2000 1300 285 B0 60 75 560

3000316 2500 1650 30 B0 70 520 1050

300.0210/ 1000 700 200 50 50 200 150
300.0211| 1500 1000 250 50 50 250 400

2000212 2000 1300 300 B0 60 300 700
B00.0213 2500 1650 350 70 70 350 1100

300.0214 3000 2000 400 B0 B0 400 1800

3000215 4000 2650 400 80 80 400 2700

00,0216 5000 S30.0 400 80 80 400 4360

+6 06 3338889/ 8887/ 8898 F:

3000317 3000 2000 390 B0 B0 380 1490

Precision hard squara

*In accordance with DIN 875/00

+For inspection and test working in light cold processing

+Perpendicularity-, Parallelism- and smaothness tolerances
finely ground and aligned

+Stock and cross section finely ground and alinged

+Hardenad

+Stainless steel

Carpenters square

=With hanging hola
~Without head stock

*Red powder coating
*Quenched and tempered
= Special tool steel

" SR R |
3000250 5000 2800 350 50 840 |
3000251 6000 2800 350 50 1070 i
3000252 6000 3200 350 50 137 |
3000253 10000 3800 350 50 1700 |

Cabinetmakers square with aluminium stock

=Stock made from aluminium
+LUpper edga divisions 1 mm
+Lower edge divisions 1 mm
-Large decimal scale

*LUnits engraved

=Scale division in black
»Blade made from cast iron

o i (.} |

3000220 250,0 140,0 70 |

flange bracket

=ideal for precise work in pipeline construction
«for aligning the flanges
=Stalnless stee|

3001121 300, 105, \ 0 60 1,
3001122 4000 650 1150 4000 300 60 144

(3001123 5000 700 1250 5000 300 60 168

300.1124 5000 70,0 1250 BODO 300 60 200 |
3001125 5000 950 1250 BODO 300 60 240 |

L1
5
el
i @ | [|H
]
- L2 -
5 L2 H S
I'|1II1\ mm mm mm &
300.0318 250 20.0 5,0 38 40
3000319 40,0 28,0 50 a5 80

800126 5000 950 1250 10000 300 80 200 |
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=In accordance with DIN 875/2

-|deal for the most accurate working and inspection in preci-
slon maechanical enginearing

+Stock and cross section fingly ground and alinged

«With stock

«Special ool steel

L1 L2 LY 5 B
mm mm mm mm mm

3000217 1070 920 470 50 950
| 1280 1100 S50 5.0 250
1550 1300 700 50 250

HHEES

300.0219

Sharpening angle 45°

+In accordance with DIN 875/2

«For the most accurate working and inspection in precision
mechanical enginesring

=5tock and cross section finely ground and alinged

=With stock

=+ Special tool steel

Adjustable square

+|deal for simpla metal working

+Head stock out of wood and/or cast iron
+Wing nut for locking

+Channel for the adjustment of the angle
«Chrome plated

=Spring steel

PROTRACTOR

+|deal for measuring of angles 0 - 180°
=Half round open arch

=Locking screw

*Degree graduation 1°

«With large decimal scale

«Units engraved

=Scale division in black

= Anti glare matt finish

= Stainless steel

i o a

1200 100,0 180

1500 140,0 200

2000 170.0 300

W 2 & & & = B

500,0 320,0 1a00

|300.0224 2000 1300 50 B 280 00,0 3200 1450
800.0 320,0 1500

§00.0 420,0 2600

«Blade mads from steel il i 2

=Ideal for simple metal working

«Wing nut for locking

+Channal for the adjustment of the angle
«Chrome plated

=Spring steel

Protractor

+ldeal for measuring of angles 0 - 180°

+Half round arch

=Locking screw

=Divisions printed in two directions

« Twa direction scale in mm division in upper and lower edge
»Units engraved

=Scale division in black

= Anti glare matt finish

= Stainless steel

Universal protractor

+Ideal for the measuring of angles on workpieces, devices and
machines

«Alen can be used as a ruler, cross and mitre square

+*Locking screw

+Reading with magnifiying glass for viewing field over the entire
vernier scale

*Fine adjustment through geared wheel and toothed rim

= Indicating dial reading 4 x 90°

«\Yarmier scale reading 1/12° - 5 angular minutes

+Units angraved

«Anti glare matt finish matt chrome

+Includes 3 measuring bars 150 mm, 200 mm und 300 mm

«Stainiess steel

+*In durable plastic case

FOLDING RULES
Woaoden folding rule, yellow

«0ut of ten yellow dividers

+Qutside visible joints with spring fittings

*Through riveted joints

«Twa sided mm divisions on the upper and lower edge
+Large decimal scale

+Scale division in black

«Overall length 2 meters

~Measuring accuracy according to EC accuracy class Il
+Beach wood

1o i~ R
' 300.0060 2,00 16,0 10 100

Wooden folding rule, white

«Out of ten white dividers

+Qutside visible pints with brass spring fittings
*Through riveted joints

*Two sided mm divisions on the upper and lower edge
+Large decimal scale-red marking

«Scale division in black

«Overall length 2 meters

+Measuring accuracy according to EC accuracy class |l
+Beech wood

LLIANCE SUPPLIES SDN.BHD. T: +6 06 3338889/ 8887/ 8898 F: +6 063338899 Email: info@alliance-supplies.com
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Enclosed tape measure with plastic tape

Wooden folding rule, whiteyelllow Tape measure with locking device and belt clip

= Out of tan white/yellliow dividers +Yellow laguered, abrasion proof polyamide coated steel tape = Yellow glass fibre minforced plastic tape

=Outside visible joints with brass spring fittings ~mm divisions on the upper and lower edge -Stretch, abrasion resistant and washable

= Through riveted joints «Secale division in black sMeasuring begins at 100 mm after measuremant stop

= Two sided mm divisions on the upper and lower edge +Decimal in red marking «cm division an the lower edge

=Large decimal scale-red marking « Automatic tape returns and tape locking «Large decimal scale-red marking

=Scale division in black =Metallic tape guide «Scale division in black

=Overall length 2 meters «Wrist strap *Good handling through the crank arm and Incking position
=Measuring accuracy according to EC accuracy class Il *Measuring accuracy according to EG accuracy class Il *Measuring accuracy according to EC accuracy class I/
«Beech wood +Flexible, kink proof weathering spring band steal +Impact resistant, ABS plastic housing

+ABS two eompaonant housing

Plastic folding rule, yeliow

=Qut of ten yellow dividers

= Durable special joint connection

=Two sided mm divisions on the upper and lower edge
-Large decimal scale

+Scale division In black

=QOverall length 2 meters a imar Tope et a
=Measuring accuracy according 1o EC accuracy class Il
= Glags fibre reinforced and bends resistant ABS-plastic TRl F a 300.0040 000 il 10,0 880
a o 300.0041 20,00 10,0 400
| 300.0131 3,00 16,0 100 300,0042 30,00 100 550
—_ e 300.0132 5,00 19,0 150 3000043 50,00 10,0 690
3 : 3000133 5.00 250 150
300.0134 8,00 250 a0
| . by e ﬁ «Yollow lzquered, abrasion proof polyamide coated steel taps
300.0061 2,00 16,0 10 100 Tape measure with locking device, belt clip and magnetic . Measgnng bagins at 100 mm after measuremant stop
e 4 stop «mm division on the lower edge

+Large decimal scale-rad marking

= Yellow laquered, abrasion proof polyamide coated stee! tape «Soals divisian In blagk

Plastic folding rule, white :ggg";i’i:!”;n”i: Q:C‘:PPE' and lower edge +Two ball bearings guarantee easy winding in and out
“Insulated in accordance wih IEC 60900.2004 +Desimal n ed marting  iteleolopde ke Mo b L
+Made from glass-fibre reinforced plastic +Automatic tape returns and tape locking «Impact resistant, ABS plastic housing

- Without metal parts +Magnetic stop '

«Measuring accuracy according to EC accuracy class |l
*Flexible, kink proof weathering spring band steel

:* T HN"'* + + ‘.rﬁ- +ABS two companent housing
; A 1000 V 2009 |
| - &
| 300.0066 1,00 o 600 |

REEL TAPE MEASURES

Tape measure with locking device and belt clip

«Yallow vamished steal strip
=mm divisions on the upper and lower edge

»Seale division in black 30,00 130 800

*Decimal in red marking e - ] 50,00 130 1000

= Automatic tape returns and tape locking S

= Plastic tape guide 2000343 50 26,0 160

* Wiist strap Frame tape measure with yellow steel ta|

*Measuring accuracy according fo EC accuracy class ||
=Weathering spring band steel Electrical tape measure with brake and belt clip, digital «Yellow laguered, abrasion proof polyamide coated steel tape

= Dual component plastic housing i

«mm division on the lower edge

«Large decimal scale

=Scale division in black

«Two ball bearings guarantee easy winding in and out
*Good handling through the crank arm and locking position
«Measuring accuracy according fo EC accuracy class ||
«Glass fibre reinforced and bend resistant plastic

=Impact resistant stesl framework with plastic handle

yellow lacquered, abrasion-resistant and acrylic-coated steel
sirip

+mm divisions on the upper and lower edge

+Scale division in black

+Decimal in red marking

+Automatic tape returns and tape locking

«Wrist strap

=Flexible, kink proof weathering spring band stael

= ABS two compaonent housing
- o ] .

b i & )
i . et e &
3000113 3,00 18,0 100
300,014 5,00 19.0 220 = — 3000048 20,00 130 800
3000115 5,00 250 120 " o ] 3000050 30,00 136 800
300.0116 8,00 i 25,0 210 300.1111 5,00 190 235 300.0051 50,00 130 1000

LIANCE SUPPLIES SDN.BHD. T: +6 06 3338889/ 8887/ 8898 F: +6 063338899 Email: info@alliance-supplies.com



Reel tape measure with plastic tape

=White glass fibre reinforced plastic tape

- Stretch, abrasion resistant and washable

=Large decimal scale

=Scale division in black

«Two ball bearings guarantee easy winding in and out
=Good handling through the crank arm and locking position
=Measunng accuracy according to EC accuracy class Il

= Impact resistant steal framework with plastic handie

lngh Toge wiat ﬂ

Aluminium profile spirit level with pipe levelling

+ Aluminium rectangular profile
*Profile graduated for pipe leveling
*Light profile weight

+2 through handles for easier handling
= Accurate to 0.5 mm per meter

+3 robust Acrylglas vials (0° + 90°)
+*Push softening end caps
+Measuring area milled

+1,8 mm wall thickness

*With hanging hale

« Aluminium

Aluminium profile spirit level, magnatic

+DIN 877

~Smaooth aluminium rectangular profile
»Light profile wedght

*Accuraie o 0.5 mm per meler

+2 robust Acrylglas vials (0° + 90°)
*With hanging hole

*Magnetic

*Aluminium

3000052 20,00 13,0 00
300.0053 20,00 13.0 200
00,0054 50,00 13,0 1000

SPIRIT LEVELS

=igeal for measuring incline angles
=strong magnetic pedestal

=LCD backlight

~for absolute and relative measurements
=Includes balt pouch

«Plastic housing with aluminium frame
+Measurement unit: “degrees

InI;TI Fﬂs‘m |1::1] ﬁ
500, 270 840 480
500.0 &0 §40 650
500,0 270 B0 7%
1000,0 27.0 64,0 910

| 15000  #@0  B4D 1370

Aluminium profile spirit level

*Smooth aluminium rectangular profile
+Light profile weight

= Accurate to 0.5 mm per meler

+3 robust Acrylglas vials (0° + 45° + 907)
+1,8 mm wall thickness

*With hanging hole

» Aluminium

E B H

mm mm mm ﬁ
2045070 4000 210 500 280

|2045a71  e000 210 500 280
Spirit level, magnetic

«DIN BT

+Skeleton profile

=2 through handles for easier handling

+Accurate to 0.5 mm per meater

+3 robust Acrylglas-block vials (0° + 80° + angle vial)
*With hanging hole

*Magnetic

=made of stabilised cast iron

+Shock-absorbing end caps

Display acouracy: +-0,17
Resolution: +-0.1°
Working range; 4 x80*
Cpstating temperature: +0°C 1o +55*C

mli'n mam mH-n ﬁ
L B H a
400,0 20 50,0 320 _I:|:|I:|| .. mm I'_|'|_I1| el |
500,0 22,0 50,0 80 204.6490 600,0 26,0 54,0 280 |
B500.0 22,0 50,0 300 204.5481 BOO,0 250 54,0 300 |
B00.0 22,0 50,0 350
1000,0 22,0 50,0 730

Power requirsment: 2 x 1.5V AAA battery

e gt it
ot e B

300.0208 £0,0 0,0 250 110

Aluminium profile spirit level with fine adjustment

+ Smooth aluminium rectangular protile
=Light profile weight

= Accurate to 0,5 mm per meter

*4 robust Acrylglas-vials (0° + 45° 4 90%)
=Fine adjustment

= 1,8 mm wall thickness

=With hanging hole

* Aluminium

Heavy aluminium die cast spirit level

+Skeleton profile

* Accurate to 0.5 mm per meter

+3 robust Acrylglas vials (D° + 45° + 90°)

+*Vary high torsional stiffness

+All sides of the level can be used as the reading edge
*Measuring area and front sides milled

*With hanging hole

* Aluminism

Heavy aluminium die cast spirit level in torpedo form

«Skeleton profile

+Accurate to 0,5 mm par meter
2 robust Acrylic vials (07 + 90°)
«Very high torsional stiffiness
«Torpedo form

*Measuring area milled

«With hanging hole

+Made from aluminium die cast

mITn mBm ,E'm i

L B H ﬁ L B H ﬁ 204.4400 400,0 23,0 470 260

mm mm mm mm mm mm | 204.4500 500,0 230 470 300

204.5810 600,00 200 50,0 260 2044010 400,0 23,0 44,0 200 2044500 600,0 23.0 470 400
204.5810 800,0 220 500 350 m‘a B800,0 23,0 440 400 2044800 a0a,0 230 47,0 650
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Heavy aluminium die cast spirit level in torpedo fo
magnetic

+Skeleton profile

+Accurate to 0,5 mm per mater

»2 robust Acrylgias vials (0° + 90°)
«Vary high torsional stifiness

= Torpedo form

+Magnetic

+Measuring area milled

+With hanging hole

~Made from aluminiurm die cast

| L= i

- L -t |

Digital angle finder with spirit level

=ideal for measuring angles on waorkpieces

=smoath aluminium rectangular profile with adjustable angle
arm

+2 robust Acryiglas vials (0° + 90°)

»Light profile weight

= Accurate to 0,5 mm per meler

=with fine adjustment and zero pressure switch

+With hanging hole

= Aluminium

| L & & &
| 2046400 4000 230 47,0 470
| 204 6500 500,0 230 arn 00
| 204.6600 £00,0 230 470 500
|20a6800 8000 930 470 1000
Spirit level with a frame

=DIN 877

+made of stabilised cast iron

+Lateral surfaces are fitted with anti-slip insulating plates
+Accurate to 0.04 mm per metra

+1 robust Acrylglas-block vial (0°)

+Vlal Is protected behind transparent Plexiglas

«in a durable metal case

(27

| aluminium pr

spirit level

+for calculating angles, inclinations, gradiants and meaan values
+2 robust Acrylglas vials (0° + 90°)

«Smooth aluminium rectangular profile

«Light profile weight

« Accurate to 0,5 mm per meter

=with HOLD function

+1,8 mm wall thickness

«With hanging hole

«Aluminium

Oy

Lagts s g

Menrrg ﬁ

0°-225% 390

2045591 3050 23.0 520

GAUGES & RULES

Semi flexible steel ruler

*Upper edge 1 mm

=Lower edge 1 mm

=Large decimal scale

= Units engraved

=Scale division in black

«Anti glare matt finish reflection free

=Rounded edges

*Measuring accuracy according to EC accuracy class ||
» Rust-proof

=Hard temperad spring steel

L,
[ ol H
'

R e
|'||L'|'| rr’|4m ﬁ
300.0110 300.0 30,0 70
300.0111 500,0 30,0 105
300.0112 1000,0 30,0 Tpd5
300,017 1500.0 30,0 270
300.0118 20000 30,0 0

exible steel ruler

=Upper edge1/2 mm

«Lower edge 1 mm

=Large decimal scale

«Units engraved

+Scale division in black

= Anti glare matt finish reflection free

-Rounded edges

=Measuring accuracy according to EC accuracy class |l
= Rust-proof

=Hard tempered spring steel

Eel = s riii i s ) T

mn i o]

circumfierential tape measure

+for precise measurement of diameter and circumference
+Large decimal scale

*Units engraved

+Scale division in black

- Anti glare matt finish reflection free

+Rounded edges

*Measuring accuracy according to EC accuracy class |
*Stainless steel

G S o = &
000171 B0 950 20 00 120
000172 040 2200 200 700 140
3000173 2190 3460 700 1100 180

Precision ruler

»mm division on the upper adge

«Chamter
*Without protective |ayer
*With hanging hole
«Finely polished and zinc plated
«Stesl
1
|
L}
- L - =5
L T T LT T T Y
nl\_m n:!n mbnn a
000121 3000 50,0 50 186
3000122 00,0 50,0 50 292
3000123 6000 50,0 50 350
3000124 8000 50,0 50 450
3000125 10000 50,0 50 600
n straightedge

«For the inspection and the exact working on cylinder heads
»In accordance with DIN 874/1

=Double T profile rail with rear 5 hand slots

+On edge and flat sides examination process

*With hanging hole

*Stesl

300.0101 150,0 13.0 9
3000102 200,0 13.0 il
300,010 250.0 13.0 14
| = = = & Moois w0 o , - 5 Y
300.0105 500,00 130 a7 mim mam mm
2oasaB0 4160 21,0 50,0 430 300.0108 1000,0 13,0 e 1524000 6000 30,0 %0 210
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AS

Hard metal scriber in ball-point pen form 2
«For marking of work pieces
= Straight form 3
+Hardenad and intarchangeable hard metal tips
+Pocket clip
= Protection through foldaway neadie tip +Extra square edged legs
=« Adjustable and lead bow mine +Hardened points 4
=Metal housing +Ground and finely polished
«Special tool stesl
i S

- = =N
=
»In accordance with DIN 874/00 6
=Hand warmth protection
~Test area precise and finely engineered
+Flatness tolerance for highest accuracy 7
= For controlled and test working in the fight gap procedure L o E :
-Hardened N S ﬁ
= Stainless steel 3000302 150,0 an 300.0303 40 | B
P — Mechanlcs marking gauge
P 9
o B +Revolving base
L. L - =Fine adjustiment by means of a fixed adjusting screw
=For simple marking of work pieces
=With hardened scribing iron Pt Ly a 1 0
=Bar made out of stainless steel = =
«Prism shapad socket made out of cast iron 300.1584 100,0 109.0 40
300.1585 125,0 1090 40 1 1
o) 3001586 1500 10,0 50
i o 300.1587 175.0 186.0 100
fl 300.1568 200,0 2110 100 192
T o I 300,1569 2500 2650 200
mm mim & '3 3001591 a00,0 3130 250
300.0630 50,0 250 a0 (| - 300.1502 400,0 4130 300
300.0631 76,0 25,0 80 | 300.1503 5000 5130 400 1
300,0632 100,0 25,0 80 300.1554 £00,0 6130 500
3000633 125.0 250 100 - 300.1585 B00,0 8170 1000
00,0634 150,0 250 120 3001506 1000,0 10170 1200 14
= e o e BN e L el
00,0636 300,0 250 240
300.0637 400,0 250 490 1 5
3000638 a 25.0 400
—— 0% | «Extra square edged legs
S ot 250 il *Hardened points
| *Ground and finely polished 1 G
»Special tool stasl
MARKING GAUGE & SCRIBER
Scriber I
_ MBI'D rrr||r|| ﬂ;rm ﬁ
vt 0 v T — b
»Knuried handle |S00.0628 4000 4000 84O 750 |
«Hardened point 3000629  500,0 5000 20,0 780 |
=Burnished 1 9

= Special tool steal
Precision vernier height gauge

20

) - ) . «DIN 862
o e K «Measuring range 0-300 mm
& L " «Fine adjustment by means of a fixed adjusting screw
=For simple marking of work pieces 21
= With hardened scribing iron
~Bar made out of stainless steel
+Base made out of castiron [ il ﬁ
= Accurate to 0.02mm 22
+ Adjustable magnifying glass  300.1 100,0 100,0 40
5 5 - _Mea.sming table supplied 125.0 1090 a0
i pLod & =in an elegant wooden box 5 0 = 23
SO0 iE e, 27 S 1250 EPE0
2000 210 100
i 2500 265,0 200
Hard metal scriber 00,0 3130 250 24
= For marking of work pieces g_mm; 4ny 20 2
= Straight form H Ao e =l a0 i
=With hard metal tip 300.1581 £00,0 6130 550 25
» Pocket ciip 3001582 800.0 8170 1150
=Hardened point 300.1583 1000,0 1017,0 1400
=Chrome plated 1

26

»Special too| stesl

27

28

29

300.0301 145,0 50 50 | |sooossa 1300

30
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DIVIDERS

Pointed dividers with regulating arc

= Square edged irgs and riveted hinge
=Locking screw

=Hardenad points

= Ground and finely polished

= Spacial too! steel

)

i Lavgn ﬁ

on spring pointed dividers

+Extra squame edged legs
+Through stay spindle and fast clamping nut
+ Hardened points

+Ground and finely polished

« Special tool steel

+Extra square edged legs

+Through stay spindle and fast clamping nut
+Hardened poirts

= Ground and finely polished

+Special fool steel

Fases Lt ﬁ

138.0 2000 120
~ 1ea0 2550 60
2350 200.0 200
2600 360,0 2as

300.0416 300,0 150.0 135

300.0417 A00,0 200.0 180
300.0418 500,0 il B 2500 275 Precision spring pointed dividers with pencil holder

3000419 00,0 300.0 320

Pointed dividers without regulating arc

= Square edged |rgs and riveted hinge
= Hartenad points

=Ground and finely polished
=Special tool steel

Rashe Langn ﬂ

3000412 300,0 150,0 125
300.0413 400,0 200.0 180
00,0414 500.0 250.0 245

3000415 600.0 3000 =)

=Extra square edged legs

= Through stay spindie and fast clamping nut
=Hardened points

=Ground and finely polishad

«Special tool steal

+Extra square edged legs

+ Through stay spindle and fast clamping nut
+Hardenad points

+Ground and finely polished

«Special tool steal

= o &
300.0425 180.0 2000 135
300.0426 1800 2600 185
' 300.0427 2350 3100 225
300.0428 280,0 2450 260

Universal marking gauge with stop roller

«Ideal for simple marking of work pieces
*Vernler calliper 1/1287
*Interchangeable tip

«Locking screw

«lMeasuring bar with mm divisions
«Hardened

= Stainless steel

Rasien Langgt: ﬁ

3000411 210,0 260, 150 |
19 pointed dividers with interchangeable " B
R 0

+Extra square edged legs |
+ Through stay spindle and fast clamping nut
+Interchangeable tips.

+Hardened points -
+Ground and finely polished i ik ._..::I,
+Special ool steel

ittt
1\

000851 200

(3000626 2000 2650 0,2

Precision beam compass

+In accordance with DIN 866/8
*Interchangeable tips

+Fine adjustment

«Measuring bar with mm divisions
«Position slider with reference marker
*Hardened

+Stainless steel

-. ﬁ .
Pk g ﬁ ratn ron Paouszoam ﬁ '
300.0821 144,0 00,0 120 300.0429 130,0 180,0 3000434 120
Bty e ool 2] - Mt L oo 3 Fepkrasa ﬁ
300.0422 200,0 250.0 160 300.0431 190,0 250,0 300.0434 155 L mm v v
‘300.0423 2450 300,0 205 300.0432 240,0 00,0 F00.0434 205 300.0407 0- 500 650,0 01 3000410 1,18
| 300.0424 300,0 55,0 240 300.0433 285.0 550 300.0434 245 | 300.0408 01000 11700 0.1 000410 224
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MEASURING EQUIPMENT

Rod thermomaeter

+Confrols temperatura of air streams through air channels
«Controis the water temperature

* With long and narrow measuring instrumants

+Scale with °C and °F measurements

Infrared thermometer

=Laser pistal for non contact temperature measurement

=|deally suited for the automotive sector, industrial, and con-
struction usage Chemical and foodsuffs industry

= Lasar measuring beam with a red measuring point

= lluminating Display

- LCD Digital display

= Autornatic swiching off

*Includes 9V block battery

= Sturdy plastic housing

Application range: |n turning motors, difficult to access
places, fuids, under current line directions, in heating appli-
ances, gas and, air-conditioning, coolent systems, brake discs
aggressive chemicals and groceries

s g g
P ©

e B
=

1501963 0 - 400

Digital rod thermometer

+Controls temperature of air streams through air channels
«Conirols the water temperature

« With lang, narrow measuring instruments

« Good readability

= Inciudes 9V block battery

» Includes hold function

»Inciudes LCD display

2100 0200

Technical data:

Switchable: =G/ °F
Working range: -20°C - 500°C
Emission factor; acdjus! 100,95
Power output max; m

Power requirement. oV block batlery

Infrared thermometer 135

Layer thicknesses measuring instrument

- For fast measurament of coatings

= For caatings on aluminium, iron and non-ferrous metals
=Ideally suited to the disclosure of accident damage

= Digital display with lighting

= Autormatic switch ofi

=One-handed operation

= Sturdy plastic housing

= With practical storage case

Laeghy e ﬁ

-50 - £150 145

1501968

Technical data:

Readout: 3./2" LCD readout
Operating settings: 0°C - E0%C {32°F - 50°F} < 75% air humidity
Response time 1 second

Loading gage “Strength™ 0-40 mils {0-1000 pm)

w- 4 dgisup 0 to 78 mils

+- 10 dygts up 0 o 199 pm

+ (3% + 4 dats) up 7.2 mils to 40 mils

+/+ (3% + 10 dgts) up 200 to 1000 pm

I'I:dl'ﬂ I'Is'ﬂ I'I1T-’TI ﬁ

Display accuracy:

Photoelectric rev counter

*Partable laser measuring instrument, digital

*For touchless measuring of the rotating speed / number of 3
revolutions

+LED display 18mm

»Automatic back up: last test result | maximum and minimum
value 4

+Laser aim point to focus exactly on the measuring paint
+Solid state APM measurement by reflectors supplied

-~

10

11

Technical data:
Warking range: 25 - 59.5990 L'min
Measuring distance: 50-500 mm 12
Resolstion: 0.1 RPM up to 923,91 RPM from 1000
Digplay aceuracy: D.05% -1
Power requirement: 3 1,5V AAA (not in the delvery)
Dirmensions; 185x7 3537 mm
Warking lemperature. 0=/ +50°C
14
&
455.0130. Phatoslectric rev countar 415

15

16

accessories:

-455-0131 gaéladivs tape stripes200 x 12 mm, pack |

Digital tyre pressure and thread gauge 0,35 - 6,80 bar

*Precise and repeatable LCD measurement

«For depth measurements

«For tyre pressure measurements

*Measurement with acoustic signal

*Pressure measurement range can be switched between bar,
kpa and PSI

*Low enargy consumption due to automatic shutdown

*Includes batteries, key chain and belt ciip 20

17

18

19

21

22

23

24

25

2€

27

28

29

[t

]
Tnge o

150.3010 148,0

-

| 100.4060 0,35-5,80 0,0-15.0

30
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Digital tyre pressure gauge

+Precise and repeatable LCD measurement

~For tyre prassure measurements

+Pressura measurement range can be switched between bar,
kpa and PSI

+Low energy consumption due to automatic shutdown

- Self-calibrating

*With valve lighting

+Includes balteries

«fast and easy measuremeant

| - s F «Large LCD display
™ mm . « Keyboard resistant to water and dust
135.0 55,0 &0 =Thread for stand mounting

=Laser class 2

Digital moisture meter Application range: Dislance measurement, area determine-
tion, volume calculation, indirect measurement

~for fast and precise testing of the moisture content

~Exact measurement of the boiling point possible

+particularly suitable for industrial and construction applications
»Easy to read LCD display

» Automatic swiching off

=4 LR44 1.5V batteries included

+Sturdy plastic housing

Application range: Wood, cardboard. building materials, etc.

Refractometer - optical tester for battery fluid and

antifreeze

+For the quick and accurate testing of acidity in the battery fluid
and the antifresze content

+*Can also be used for coolant and windscraen wiper fluid

«Adjustable aye piece with rubber viewing rest

~With automatic temperature compensation {ATC)

«Also suitable in ambient temperatures of less than 10°C

*Reading correction function by means of bimetallic meas-

urement

+*High quality design made from aluminium
«Good readability due to defined dividing lines

»Recalibration possible

*Includes calibration screwdriver and pipette
*In practical plastic case

Technical data:
Battery acid:

Coolant water Propylena:
Goolant water Ethylene:

Windscresn water,

acid density {mezsuning range 1.1 15 1.4 kgl
tempanture mastance {measwing ranga 0* o 50°C}
termperature ressiance {measuring ranga 0° 1o 30" C}

antifresze (measuring range 0° o -40° C)

5] L
mm mm ﬁ
550.1290 40,0 1480 40 % 13 630

Technical data:

Working lemperature: =107 1o «40°C

Siorage lermperatse: -20% 10 +80° G (-4° to 140° F)
Working range: 0,05-30m

Display ascuracy: +-2mm

Pratection class: P 54

¢ 00,0058 55,0 1250 4.0 340
Technical data: I—

Storage temperature: <10 to +60* C (-4* to 140° F)

Operating temperalure 0"C up fo +40°C

Measuring rangs humidity: =85 % RH

=Easy to use: Suction, read, release
=Glass cylinder length is 11 cm
=With suction bellows

BATTERY TESTER
850 48,0 16.0 41

=For the inspection of the acidity of the battery fluid

= Acid density can be read directly with a hydrometer

Refractometer - optical tester for battery fluid, antifreeze
and AdBlue® additives

+For the quick and accurate testing of the acidity of the battery
fluid, the anfifreeze content and the AdBlue® additives

+*Can also be used for coolant and windscreen wiper fuid

»Adjustable eye piece with rubber viewing rest

«With automatic temperaturs compensation (ATC)

+Also suitable In amblent temperatures of less than 10°C

+*Reading corection function by means of bimetallic meas-

urement

*High quality design made from aluminium
*Good readability due to defined dividing lines

+* Recalibration possibie

+Includes calibration screwdriver and pipetie
*In practical plastic case

*AdBlue” is a ragistered trademark of the Verband der Automo-

bilindustrie .V (VDA).

Technical data:
Battery acid:

Caoolant waler Propylane:
Coolant water Elfylans;
Windscreen watar:

For AcBlue® additives (VEA):

acid density {measunng range 1.1 10 1.3 kgll)
temperature rasistance |measunng renge 25 o S0P
Weeapacalum foslstances (measunng range 25" 10507 C)
antiroeze: (measuring range -10° %0 -40° C)
ures corbent (measuring range 30% - 35%|

mm
| 550.1680 2800

o]
mim

550.1285 40,0

mim
160,0

40 %13 480

LLIANCE SUPPLIES

info@alliance-supplies.com




FROST PROTECTION TESTER . GENERAL TOOLS

Antifreeze tester

=For quick and precise testing of antifreeze

=For ethylene glycoliwater mixture in the cooling circuit for
passenger cars, commercial vehicles elc

= Also allows for a visual nspection for rust and other impuntes

= Also suitable in ambient temperatures of less than 10°C

*Easy to read with the pendulum display (up to -50°C/-60°F)

= High-qualty design

= Plastic housing

=Good readability

Contour gauge

«For quickly removing and transferring bodywork contours
*Precise and accurate work results

*Easy handling

= Side metal holder for optional attachment of second gauge
«Expansion of the working area to 500 mm

swith 250 mm/10" long scale/divided into mm/inches

=45 mm insertion depth

«With 4 magnets on the reverse

= Distortion-resistant design

*Plastic

Application range: Body work/Model constructon/Joinar Tiler

Measuring cup with flexible outlet spout

+For a wide range of uses T,

= Flexible, funnel-shaped spout allows for a clean drainage = | 1

~Suitable for o, chemicals, petrol, acid, anti-freeze fluid and ‘EE_'_——? i
non-acidic fluids —

»Break-resistant

= Steady

+With a graduation scale

« With practical carry handle
« Special plastic

550.1241 Antilreeze tester 120 [Jaozar 0o 20,0 2800 421
MEASURING BEAKER, JUG AND FUNNEL Gap wedge
' -For adjusting when installing bodywork parts

=Original size can be decreased with gauge beforehand by an

Measuring cup set

=Configuration of practical measuring cup sizes
=For a wide range of uses

= Transparent

-Break-resistant

«Red primed scale division

=Resistant to oil, petrol and acid

=With handie and spout

= PE (polyethylene)

Scales: L/ml, cups, Oz, quart
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LLIANCE SUPPLI

Single-use colour mixer with cover

+Single-use colour mixer for mixing all types of paint

+Salvent resistant plastic
+Cover for optimal storage

«With mix scale

+Also suitable for water-based paints

undamaged side
= Also suitable for rapid comparison measurement
=With measuring scale

«With handle
*Plastic
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