WI-FI VIDEOSCOPE SETS

Wi-Fi video scope set wi

Wi-Fi video scope set with @ 6.0 mm 0° and 90° HD .. ont

Wi-Fi video scope set with @ 3.9 mm 0° HD front camera
probe

«Easy to connect 1o your smartphone via Wi-Fi

+ For Android smartphone (via Android System 4.4+) and
iPhone 10S system (via 105 8.0)

+3.9 mm HD camera

+Cable-free and easy to set up

»Photos and videos are saved directly to your smartphone

=4 adjustable mini LED lamps

= Mobile and network independent system

«Optimal handling through network or independent working

« Probes substantially stronger and less breakage, there no
glass fiber cable

«Working temperature from -15°C to +50°C

« Excellent picture quality and viewing through special camera
in the probe head

«Very good picture and video quality

« Picture reception in JPEG format

«\lideo records in MPEG4-format

«Versilile usage

« Transmitter with integrated battery, charging indicator light
and light

+About 60 minutes of continuous operation possible

«Transmitter is charged via USB

«Including USB adapter, which allows the camera to be con-
nected fo a laptop or PC

«Included hook, magnet and mirrow

!

iiJa

Technical data:

probe

= Easy to connect to your smartphone via Wi-Fi

= For Android smartphone (via Android System 4.4+) and
iPhane IOS system (via IOS 8.0)

+5.5mm HD camera

«Cable-free and easy to set up

+»Photos and videos are saved directly to your smartphone

+6 adjustable mini LED lamps

*Mobile and network independent system

+Optimal handling through network or independent working

«Probes substantially stronger and less breakage, there no
glass fiber cable

= Woarking temperature from -15°C to +50°C

« Excellent picture quality and viewing through special camera
in the probe head

«Very good picture and video quality

» Picture reception in JPEG format

«Video records in MPEG4-format

«Versitile usage

» Transmitter with integrated battery, charging indicator light
and light

= About 60 minutes of continuous operation possible

«Transmitter is charged via USB

= Including USB adapter, which allows the camera to be con-
nected to a laptop or PC

*Included hook, magnet and mirrow

Technical data:

camera probe, switchable

= Easy to connect to your smartphone via Wi-Fi

= For Android smartphone (via Android System 4.4+) and
iPhone 108 system (via IOS 8.0)

«6.0mm HD camera

«Cable-free and easy to sel up

»Photos and videos are saved directly to your smartphone

=4 mini LED lamps

*Mobile and network independent system

*Optimal handling through network or independent working

«Probes substantially stronger and less breakage, there no
glass fiber cable

=Working temperature from -15°C to +50°C

+ Excellent picture quality and viewing through special camera
in the probe head

«Very good picture and video guality

» Picture reception in JPEG format

+Video records in MPEG4-format

=Versitile usage

= Transmitter with integrated battery, charging indicator light
and light

» About 60 minutes of continuous operation possible

= Transmitter is charged via USB

= Including USE adapter, which allows the camera to be con-
nected to a laptop or PC

Operating time : ca, B0 min Operating time ca. 60 min
Operating temperature: -15°C to +50°C Operating temperature: -15°C to +50°C
Bend radius: 15 mm Bend radius: 15 mm Technical data:
Protection class; IP&7 Protection class: IP&7 Operating time : ca. B0 min
Camera resolution; 1600 1 1390 YUV, 1280 & 720 (phobigraph) = 2.0 maga po| Camera resoluticn: 1600 1 1200 [¥YUV), 1280 x 720 (pholograph | O ing temperature: -15°C 10 +50°C
Aperture angle: B0® Aperture angle: B0= Bend radius: 15 mm
Focused depth of field: 1-15¢cm Focused depth of field: 3-Bem Protection class: 1=
Resistance: Engine oil-resistant probe Resistance: Engine cil-resistant probe Camera resolution; 1500 1 1200 YL, 1280 720 lohotngrh = 20 e pne
Connection: UsBzo Connaction: usezo Aperture angle: 50°
Light source: 4 dimmable white mini LED lamps Light source: 6 dimmable white mini LED lamps Facused depth of field: 1-15¢cm
Rechargeable battery: 3,7 V/ 800 mAh Rechargeable battery: 3,7 V/ 800 mAh Bsktancs: Engine oil-resistant probe
Battery technologie: Lithium-ion Battery technologie: Lithium-ion Connection: USB 2.0
Light source: & dimmable white mini LED lamps
& ﬁ Rechargeable battery: 3,7V /800 mAh
R Wi-Fi video scope set with @ 3.9 mm ] ~ Wi-Fi video scope set with @ 5.5 mm ] Battery technologie: Lithium-ion
5807520 Tpos oo e probe 240 550.7510. 7pes o e o hrobe 250
cariiste of: conalag o o Wi-Fi video scope set with @ 6.0 mm
ﬁ ﬁ 550.7540 4 pcs 07 and 90° HD front camera probe, 150
switchable
550.7511 Wi-Fi itter 50 5507511 Wi-Fi 50
550.7522 Wi-Fivideo scope set 0°, @ 3.9 mm 23 550,7512 Wi-Fi video scope set 0°, B 5.5 mm 180 of
e mene WiEFi video scope telescopic halder for E Wi-Fi video scope telescopic holder for
5507527 | o @ 3.5 mm £h S50.7513 | 0 155 - 6.0 mm e &
550.7516 USB arrlaptst 7 550.7516 USBIat?amer 7 811 Wi vansmitier =
550.7523. Wi-Fi videa scope hook attachment for 5507517 Wi-Fivideo scope hook attachment for WiFivideo TR 0
Sl 9 3.0 i - r s 00°, @60 r:r?‘m ' &
. Wi-Fivideo scope magnetic attachment for - i -
550.7524 probe @ 3.9 mm 3 5507518 probe @ 5.5 mm 3 5507513 Wi \g.lan scope telescapic holder far 5
550.7525 Wi-Fi video scope mirror attachment for 2 5507519 "Vi-Fivideo scope miror attachment for s ek probe @5.5 - 6.0 mm
: probe @ 3.9 mm == probe @ 5.5 mm 550.7516 USH adapter 7
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WI-FI VIDEOSCOPE ACCESSORIES

« Transmitter with integrated battery, charging indicator light
and light

= About 60 minutes of continuous operation possible

= Transmitter is charged via USB

«for all Wi-Fi videoscopes

c!. r>

550.7511 Wi-Fi transmitter 50

Wi-Fi

eoscope probe 0

+4 adjustable mini LED lamps

+Bend radius max. 15 mm

- flexible PVC-casing

«Connectable fo Wi-Fi videoscope 550.7511

'

Technical data probe:
Protection class:

Aperture angle: 60°

Camera resolution: H600 7 1208 [YUV), 1280 720 fohotogiaphi « 20 mega piesl
Focused depth of field: 1-15cm

Cperating temperature: -15°C to +50°C

Light source; & dimmable white mini LED lamps

— _63_ Largn ﬁ ‘

550.7522 39 1] 1005,0 23

Wi-Fi videoscope probe 0°, @ 5.5 mm

«6 adjustable mini LED lamps

«Bend radius max. 15 mm

+flexible PVC-casing

+Connectable to Wi-Fi videoscope 550.7511

Technical data probe:

Wi-Fi videoscope probe switchable, 0° and 90°, @ 6.0 mm

=with 2 single cameras and 2 light sources
-6 adjustable mini LED lamps

«Bend radius max. 15 mm

«flexible PVC-casing

*Connectable to Wi-Fi videoscope 550.7511

ard

Technical data probe:

Protection class: IPE7

Aperture angle: 60"

Camera resolution: S50 1200 YUV}, 1260 3 720 (phoiograph - 21 mega pised
Focused depth of field: 1-15cm

Operating temperature: -15°C to +50°C

Light source: & dimmable white mini LED lamps

add Gl v ﬁ

 550.7541 6.0

0+ 90 990,0 3

Wi-Fi videoscope telescope holder for probes @ 3.9 mm

+ With telescopic function

= Special tool steel

«for Wi-Fi videoscope probes with a head @ of 3.9 mm
«for 550.7522

5

> ]
——

tos i

5507527 150 - 1150 55
Wi-Fi videoscope telescope holder for probes @ 5.5 - 6.0

mm

= With telescopic function

= Special tool steel

« for Wi-Fi videoscope probes with a head @ of 5.5 - 6.0 mm
»for 550.7512 and 550.7541

Wi-Fi videoscope hook attachment for probe @ 3.9 mm

«Special tool steel
= for Wi-Fi videascope probes with a head @ of 3.9 mm
«for 550.7522

e Largn a

550.7523 38 77,0 2

Wi-Fi videoscope hook attachment for probe © 5.5 mm

«Special tool steel
«for Wi-Fi videoscope probes with a head @ of 5.5 mm
-for 550.7512

C

Head B targin
- mm

5507517 55 77,0 2

Wi-Fi Videoscope Magnetic attachment for probes © 3.9
mm

»Special tool steel
«for Wi-Fi videcscope probes with a head @ of 3.9 mm
«for 550.7522

W ek

Lt Langih
o an

550.7524 39 78,0 2 |

Wi-Fi Videoscope Magnetic attachment for probes @ 5.5
mm

«Special tool steel
«for Wi-Fi videoscope probes with a head @ of 5.5 mm
-for 550.75612

e T

Huad Largih ﬁ

5507518 55 78.0 a

Wi-Fi videoscope mirror attachment for probe ©@ 3.9 mm

+Special tool steel
«far Wi-Fi videoscope probes with a head @ of 3.9 mm
«for 550.7522

Profection class: P87 |4
Aperture angle: 80° ' -i‘lv...-!
Camera resolution: 000 & 1200 {YUV], 1280 720 iptomagraph] = 2.0 maga pixal b.
Focused depth of field: 3-6cm - —_—
Operating temperature: -15°C o +50°C
Light source; & dimmable white mini LED lamps “
Heaza _el Largh ﬁ Lawgth ﬁ s Largn ﬁ
5507512 55 a° 11200 180 550.7513 150 - 1150 55 550.7526 3,8 43,0 2
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Wi-Fi videoscope mirror attachment for probe @ 5.5 mm

* Special tool steel
= for Wi-Fi videoscope probes with a head @ of 5.5 mm
*for 550.7512

‘ wia

|.55ll?519 55 43,0 2

«for all Wi-Fi videoscopes

550.7516

-

USE adapter

ULTIMATEvision MASTER VIDEOSCOPE SETS

ULTIMATEvision MASTER Videoscope set

« Adjustable function for the angle of vision through the one

way sending device

+3 adjustable Mini-LED-lamps

*Mobile and network independent system

= Optimal handling through network or independent working
+Probes substantially stronger and less breakage, there no

glass fiber cable

«Working temperature of + 0°C to +55°C
«Excellent picture quality and viewing through special camera

in the probe head

+Optionally expandable with other probes
*Very good picture and video quality
+Picture reception in JPEG format

ULTIMATEvision MASTER Videoscope set with 90° front
camera probe, semi-rigid spiral shaft, 6-pes.

=Video records in MPEG4-format
«View on a TV monitor with AV cable possible

«Multi lingual menu (14 languages)

+Versitile usage
+Incl. 4xAA batteries

+2 component housing protects against light impacts
=With high quality foam protection material
*In durable piastic storage case

Scope of delivery:
= Basic unit

+ AV cable

+8GB SD card

+ USB data cable

+ Battery set 4xAA

@ Tm 2m am
e — — |
3,9 mm 550.7391 550.73892 550.7393 i

= Selected videoscope probe

Technical data hand held unit:

Screen:
Cutput format:

Picture storage format:
Storage medium:
Batlery:

Operating time :
Operating temperature;

Language manual:

technical data sensor:

Bend radius:
Lens type:
Camera protection:

Protection class:
Aperture angle:
Camera resolution:
Focused dapth of field
AV Magnification:

Resistance:

Mirror attachment:

ULTIMAT! o
probe, reversible, 6-pcs.

3,5 TFT LCD VGA
NTSC and PAL
AVI, JPG (640x480)

@
SD card up to a max. 32 GB ) Tm | | 2m | . am |
4% AA o J 1 f 1 T 1
saah 4.9 mm 550.7049 550.7462 550.7463 |
20°C 1o 460°C

DE, EN, FR, ES, IT, DA,
ZH, RU, NL, AR, JA, PL,
BG

min. 15 mm

aspherical

designed out of sapphire glasse
camera sheath made out of stainless steel
P87
horizontal 45*
640 (H) x 480 (V) = 307,200 Pixel

vertical 34° - diagonal 56

1em-Bem
is up o 15" over cinch
waterproof to & max, of im

oil and petrol resistant probe

Ene of vision 70" - aperture angle 40°
Ene of vision 80° - aperture angle 36°

fine of vision 110" - aperture angle 32°

Light source: 2 dirmmable white mini LED lamps
Brightness: 0~ 275 LUX [ 4em
consists of:
550.7999 ULTIMATEvision basic unit, 3, 5* LCD 340
5505008 8 GB SO card 12 2 1m 2m am
— .‘ ‘ L | I | L ]
5505003 AV cable, 1m 20 r 1 r 1 I 1 |
5505018 USE data cable a0 5,5 mm 550.7055 550.7502 550.7503 |

LIANCE SUPPLIES SDN.BHD. T: +6 06 3338889/ 8887/ 8898 F: +6 063338899 Email: info@alliance-supplies.c



~LTIMATEvision MASTER Videoscope set with 90° front
camera probe, semi-rigid spiral shaft, 6-pcs.

ULTIMATE

ULTIMATE

camera probe, flex

MASTER Videoscope set
le PVC shaft 6-pes.

i MASTER Videoscope set with 0° front
camera probe, semi-rigid spiral shaft, 6-pcs.

o im 2m am
fﬁ L 1 I | i |
r 1 r 1 r 1
8,5 mm 550.7801 550,7802 550,7803

ULTIMATEvision MASTER CAMERA PROBE

+Cable diameter: 8.5 mm
» Connection diameter: 16 mm
* Universal for all ULTIMATEvision Videoscope applicable

2 im 2m am
p’ﬁ ! | | | I |
1 1 I 1 I 1
6,0 mm 550,7611 550.7612 550.7613

VUL
~
-

@ 1m 2m am
| — — —
|__Somm | 86076

ULTIMAT Evision MASTER 20° front camera probe semi 2
rigid spiral shaft
*4 adjustable mini LED lamps
-Bend radius max. 15 mm 3
«Suitable for connection to ULTIMATE vislon MASTER video-

scope

—
'

Technical data probe:

Format: semi rigid
Bend radius: min. 15 mm 9
Lens type: aspherical
Camera protection: designed out of sapphire glasse

camera sheath made out of stainless steel 1 0
Protection class: IP &7
Aperture angle: horizontal 467 - vertical 34° - diagonal 56
Camera resolution; 320 (H) x 240 (V) = 76,800 Pixs| 1 1
Focused depth of field: 1cm-6cm
Operating temperature; 0°C ta 75°C
AV Magnification: is up 1o 15" over cinch 1 2
Aesistance: waterproof to a max. of 1m

oil and petrol resistant probe
Light scurce: 4 dimmable white mini LED lamps
Erightness: 0~ 275 LUX / 4cm 1 3

i - w o R | 14

550.7351 39 90" 1,00 180 |
'550.7352 39 80° 2,00 250 |
550.7353 39 90° 3,00 320 |

ULTIMATEvision MASTER Camera probe reversible, 0°
and 90° i~
*Contains 2 cameras and 2 independent light sources
«Bend radius max. 15 mm
=semi rigid spiral shaft 1 7
 The tip of the probe's head is threaded for convenient attach-
ment of different accessories (mirror / hook / magnet)
= Compatible with KS Tools ULTIMATE vision MASTER video-

scope 18

19

Oa 2(
21
22
23

24

Technical data probe:

Farmat: semi rigid
Bend radius: min, 15 mm 25
Lens type: aspherical
Camera protection: designed out of sapphire glasse
camera sheath made out of stainless steal
Aperture angle: horizental 46° - vartical 34° - diagonal 56= 26
Camera resolution: 640 (H) x 480 (V) = 307,200 Pixal
Focused depth of field: iem-6em
AV Magnification: is up o 15" over cinch 27
Operaling lemperature: +0°C to +60°C
Light source: 2 dimmable white mini LED lamps
Brightness: 0~ 275 LUX / 4cm 28

2¢

5507481 49 Coemos 100 105
vgth
b s ] ‘ 5507492 49 0%/90° 200 108
550.7654 3,00 600 | [ss07403 4.9 0°/a0° 3,00 105

3(




ULTIMATEw:
rigid spiral shaft

1 MASTER 0° front camera probe semi

ULTIMATEvision MASTER front cam

flexible PVC shaft

probe 150°/0°

ULTIMATEvision MASTER videoscope set with sensor
drum

+4 adjustable mini LED lamps

- Bend radius max. 15 mm
« Suitable for connection to ULTIMATEvision MASTER video-

scope

+4 adjustable mini LED lamps
- Bend radius max. 15 mm
« Suitable for connection to ULTIMATEvision MASTER video-

scope

Technical data probe:

Format;

Bend radius:

Lens type:
Camara protaction:

Protection class:
Aperture anghs;
Camera resolution:
Focused depth of field:
Operating temperature:
AV Magnification:
Resistance:

Light source;

Brightness:

semi ngid

min. 15 mm

aspherical

designed out of sapphire glasse
camera sheath made out of stainless steel
P87

horizontal 467 - vertical 34° - diagonal 56°
320 (H) x 240 (V) = 76.800 Pixel
1em-6em

0°Co 75°C

s up fo 15° over cinch

waterproof to a max. of 1m

oll and petrol resistant probe

4 dimmable white mini LED lamps
0~ 275 LUX / d4cm

OL__' — it it
0° 200 140
0° 300 140

Technical data probe:

Format:

Bend radius:

Lens type:
Camera protection:

Operating temperalure:
Line of vision:

Aperture angle:
Camera resolution:
Focused depth of field:
AV Magnification:

Light source:
Brighiness:

Fiasat 01

<+

flexible PVC casing

min. 15 mm

aspherical

designed out of sapphire glasse
camera sheath made out of stainless steel
+0°C 1o +55°C

0°, revolving in 2 drections each to 150°
horizontal 46° - vertical 34 - diaganal 56°
320 (H) x 240 (V) = 76,800 Pixel
Tem-6cm

s up 1o 15" over cinch

4 dimmable white mini LED lamps
0~ 275 LUX / 4cm

Langty ﬁ

15070

2,00 180

150°/0°

3,00 220

i
rigid spiral shaft

n MASTER 0° front camera probe semi

1 MASTER 90° front camera probe semi

rigid spiral shaft
+4 adjustable mini LED lamps

+Bend radius max. 15 mm

« Suitable for connection to ULTIMATEvision MASTER video-

6 adjustable mini LED lamps

«Bend radius max. 30 mm

+Suitable for connection to ULTIMATEvision MASTER video-
scope

scope

Technical data probe:

Farmat: semi rigid
Bend radius: min. 15 mm
Lens type: aspherical

Camera protection;

Protection class:
Aperture angle:
Camera resolution:
Focused depth of field:
Operating temperallre:
AV Magnafication:

designed out of sapphire glasse
camera sheath made out of stainless steel
IP &7

horizontal 467 - vertical 34° - diagonal 56*
320 (H) x 240 {V) = 76,800 Pixel
fcm-6cm

0°Cto75°C

s up fo 15" over cinch

Technical data probe:

Format:

Berd radius:

Lens type:

Camera protection:

Protection class:
Aperiura angle:
Camera resolution:
Focused depth of field:
Operating temperature;
AV Magnification:
Resistance:

semi rigid

min, 30 mm

aspharical

designed out of sapphire glasse
camera sheath made oul of stainless steel
IP 67

horizental 467 - vertical 34° - diagonal 56
320 (H) x 240 (V) = 76.800 Pixel
1em-6em

+0°C to +55°C

is up fo 107 over cinch

waterproof to a max. of im

+Probe with dimensionally stable pushrod

*Flexible probe head for optimum bend flexibility

& dimmable white mini LED lamps

= Mabile and network independent system

« Abrasion resistant, spring sheathed probe head shaft

«Excellent picture guality and viewing through special camera
in the probe head

«\ery good picture and video quality

= 1.5 times digital zoom function

«Horizontal picture reflection function

+Picture reception in JPEG format

«Video records in MPEG4-format

«\iew on large monitor with AV cable

+Data transfer directly through USB cable possible

» 5D port for SD card

«Multi lingual menu (14 languages)

«Wide range of applications in pipes and shafts

+2 Component housing protects against light impacts

+Including meter counter

+In durable plastic storage case

Cantents:

Sensor drum with pushrod + camera head
Basic unit ULTIMATE vision MASTER
Meter counter

2GB SD card

Technical data hand held unit:

3,5" TFT LCD VGA
NTSC and PAL
AV, JPG (640x480)

Screen:
Qutput format:
Picture storage format:

Storage medium: SD card up to a max, 32 GB
Battery: 4% AR
Operating time : ca 4h

Operating termperature: -20°C to +60°C
DE, EN, FR, ES, IT, DA,

ZH, RU, NL, AR, JA, PL,

Language manual:

BG
Length: 24,3 mm
o 28,0mm

Technical data probe head:

Aperture angle: diagonal 150.8°

Camera resolution: 320 (H) x 240 (V) = 76,800 Pixel
Focused depth of field: 10 = = mm

AV Magnification: is up to 15" over cinch

Light source: 8 dimmable white mini LED lamps
Brightness: 33 Lux

Operating temperature: -20°C to +60°C

Camera protection: designed out of sapphire glasse
camera sheath made out of stainless steel
max. 30 mm

40-100mm - 90°bend flexibility above @50mm

Bend radius:
Application:

Technical data drum with pushrod:

Length: 30,00m
@ &6 mm
Bend radius: min. 150 mm
Operating ternperature: -10°C up tp +70°C
Protection class: IP 65
Drum @: 300 mm

&
B - T 0

Resistance: walterproof to a max. of 1m oil and petrol resistant probe
ail and petrol resistant probe Mirror attachment: line of vision 80° - aperture angle 36°

Light source: 4 dimmable white mini LED lamps Light source: & dimmable white mini LED lamps
Brightness: 0~ 275 LUX / 4cm Brightness: 0-420LUX 4 em

= & T & - e T &
550.7571 55 a0s 1,00 230 550.7851 85 0* 1,00 140
5507572 55 a0 200 200 550.7852 85 0 200 140
550.7573 55 a0° 3,00 400 550.7853 85 0® 3,00 140




Aluminium adaptor for videoscope ULTIMATEvision MASTER Magnet sleeve .

-for use with 500.7221 »Suitable for connection to ULTIMATEvision MASTER video-
scope

ULTIMATEvision SUPERCHARGED VIDEOSCOPE SETS

ULTIMATE vision SUPERCHARGED Videoscope set 5

+ Adjustable function for the angle of vision through the one

way sending device

+3 adjustable Mini-LED-lamps

=Mobile and network independent system 6

- prove +Optimal handiing through network or independent working
L ﬁ «Probes substantially stronger and less breakage, there no
o — | 550.7559 55 5 glass fiber cable
mm g ﬁ ‘ e - «Working temperature of + 0°C to +55°C 7
550.7220 50,0 36,0 81 | = Excellent picture quality and viewing through special camera

- in the probe head
ULTIMATEvision MASTER Hook attachment -Optionally expandable with other probes 8

: : . ; ” i i
Brush for videoscope . f;.l;:;l:b for connection to ULTIMATEwision MASTER video- r g?crtﬂf;ig,ﬂzfi:ﬂiégefzrﬁ:tw

i »Video records in MPEG4-format
«for use with 500.7221 ! | ; )
«For centric use of the camera . \u’l:.-mf ona TV monitor with AV cable possible g
=Multi lingual menu (14 languages)

«Versitile usage

+Incl. 4xAA batteries

2 component housing protects against light impacts 1 c
*With high quality foam protection material

+In durable plastic storage case

Scope of delivery: 1 1
= Basic unit

* Mirror attachment

b * AV cable 1 r
tae P -8 GB SD card “
—_— | * USB data cable
ER04E5, 2 £ I - Battery set 4xAA
= Selected videoscope probe 1 3
MATEvision MASTER Mirror attachment
= Suitable for connection to ULTIMATEvision MASTER video- 1 4
i scope
15
DN targm ﬁ
550.7228 100 150,0 B4 [
550.7227 150 150,0 151
ULTIMATEvision MASTER PROBE ACCESSORIES

1€

ULTIMATE v MASTER 2 in 1 Magnet sleeve + hook — - i ﬁ 1
Alzatidil T — = G- Technical data hand held unit:
« Suitable for connection to ULTIMATEvision MASTER video- 550.7857 85 7os-110° 2 Screen: 45" TFT LCD VGA
scope Output farmat: NTSC and PAL 1 g
% Picture starage format: AVI, JPG (B40x480)
ULTIMATEvision MASTER Magnet sleeve - SD card up fo a max, 32GB
- Suitable for connection to ULTIMATEvision MASTER video- Battery: 4xAR 2(
scope Operating time : ca.d4h
Operaling temperatire: -20°C o +80°C
Language manual: DE, EN, FR, ES, IT, DA, 21
ZH, RU, NL, AR, JA, PL,
8 BG
= & ‘ 22
550.7458 49 2 technical data sensor:
Bend radius: min. 15 mm
Lens type: aspherical
Camera i dasl 1 out of sapphire glasse 23
§ camera sheath made out of stainless steel
+ Suitable for connection to ULTIMATEvision MASTER video- vt & Protection class: IP&7
scope m'm 55 3 Aperture angle: horizontal 46° - verical 34° - diagonal 58 24
Camera resclution: 640 (H) x 480 (V) = 307,200 Pixel
Focused dapth of field: 1cm-6em I
Resistance: walerproof to a max. of Tm
+Suitable for connection to ULTIMATEvision MASTER video- ol and piliol rslatant probs
£copa Mirror attachment: line of vision 70° - aperture angle 40° 2(
line of vision 90° - aperture angle 36°
line of vision 110° - aperlure angle 32°
Light source: 2 dimmable white mini LED lamps 27
Brightness: 0~ 275 LUX / 4cm
u consists of: ) 2‘
&
= e & 550,7988 ULTIMATEvision basic unit, 3, 5° LCD 340 ’
550.7555 55 70° 3 e 550,5008 8 GB SD card 12 2-
550.7556 55 0= 3 o ﬁ 550.5003 AV cable, Tm 20
550.7557 5,5 110° 3 550.7858 85 2 550.5018 USE data cable 30

ALLIANCE SUPPLIES SDN.BHD. T: +6 06 3338889/ 8887/ 8898 F: +6 063338899 Email: info@alliance-supplies.c



TIMATEvision SUPERCHARGED Videoscope set
ont camera probe, fle:

1SUPERCHARGED Videoscope set
ront camera probe, fle:

e PVC-shaft, 7 pcs.

o 1m 2m am
'_‘—'—'-. L 1 I | L
L 1 L} 1 )
6,0 mm 550.8061 550.8062

ULTIMATEvision SUPERCHARGED CAMERA PROBE

+Cable diameter: 8.5 mm
»Connection diameter: 16 mm
+Universal for all ULTIMATEwision Videoscope applicable

Largih

[550.7854 3,00

600

n SUPERCHARGED 0° front camera probe

flexible spiral shaft

+4 adjustable mini LED lamps
=Bend radius max. 15 mm

+ Suitable for connection to ULTIMATEvision SUPERCHARGED

videoscope

Technical data probe:

Format:

Bend radius:

Lens type:
Camera protection:

Protection class:
Aparture angle:
Camera resolution:
Focused depth of field:
Operating temperatura:
AV Magnification:
Resistanca;

Light source;
Brightness:

tmas _al

L

flexible PVC casing

min. 15 mm

aspherical

designed out of sapphire glasse
camera sheath made oul of stainkss stes|
IP 67

harizontal 46° - vertical 34° - diagonel 56°
320 {H) x 240 (V) = 76,800 Pixel
1em-6em

0*C75°C

s up fo 15" over cinch

walterproof 1o a max. of 1m

oil and petrol resistant probe

4 dimmabile white mini LED lamps
0= 275 LUX / d4cm

ULTIMATEw
flexible PYC shaft

+4 adjustable mini LED lamps

-Bend radius max. 15 mm

=+ Suitable for connection to ULTIMATE vision SUPERCHARGED
videoscope

SUPERCHARGED 0° front camera probe

Technical data probe:
Format:

Bend radus:

Lens type:

Camera protection:

Protection class:
Aperture angle:
Camera resolution:
Focused depth of field:
Operaling lemperature:
AV Magnification:

Resistance;

Mirror attachment:

flexible PVC casing

min, 15 mm

aspherical

designed out of sapphire glasse
camera sheath made out of stainless stesl
IP&7

harizontal 46° - vertical 34° - diagonal 56
320 (H) x 240 (V) = 76,800 Pixel
1em-6cm

0°Co 75°C

is up to 15" over cinch

waterproof to a max. of Tm

oil and petrol resistant probe

line of vision 70° - aperture angle 40°
line of vision 90° - aperture angle 36°
line of vigion 110" - aperture angle 32°

Loyt ﬁ

550.8601 6.0 150°

1,00 140

550.8602 B0 1507

2,00 140

on SUPERCHARGED PROBE ACCESSORIES

ULTIMATEwvision SUPERCHARGED Mirror attachment

+Suitable for connection to ULTIMATEvision SUPERCHARGED

videoscope

OHNCORU ARG
A

et @ ﬁ
550.8555 55 70° E
550.8556 55 80° 3
550.8557 55 110° 3

ULTIMATEvision SUPERCHARGED Hook attachment

= Suitable for connection to ULTIMATEvision SUPERCHARGED

videoscope

i k| e i
5508551 55 0° 1,00 140 n a8
| 5508852 55 0 2,00 140 550.8558 55 3

LIANCE SUPPLIES SDN.BHD. T: +6 06 3338889/ 8887/ 8898 F: +6 063338899 Email: info@alliance



ULTIMATE SUPER

« Suitable for connection to ULTIMATEvision SUPERCHARGED

videoscope

RGED Mirror attachment

»Suitable for all ULTIMATEvision Videoscopes

USB-Data cable 30

550.5018

Alcohol cleaning set

» Suitable for all ULTIMATEvision Videoscopes

USB-Data cable USB video grabber

= Just process the files and then burn DVDs, VCDs and more

«Live image broadcasting to TV and laptop

= Supports qualitative high-quality video resolution
«With video software

*Universal serial bus specification Rev.2.0
+NTSC, PAL, video format

+Video and audio input

+USB bus power

Technical data:

550.8605 6,0 70° 3
550.8606 6,0 a0° 3
550.8607 8,0 110® 3

AV cable

« Suitable for all ULTIMATEvision Videoscopes
+Does not transmit sound
« Available plugs: AV jack on video cinch

GENERAL ACCESSORIES

Laogh

§

20

8 GB SD card

= Suitable for all ULTIMATEvision Videoscopes

Alcohol cleaning set 50

+6 06 3338889/ 8887/ 8898 F: +6 063338899 Emai

Main memory: 256 ME

Operaling system: Windaws 2000, XP, 7. Vista 32 bit
Hard disc capacity: 50 MB {free)

USE part: USE 2.0

‘550.8603 LISB video grabber 135

Measurement software

= Only usable in association with ULTIMATEvision MASTER
videoscope with 0° 5.5 mm probe
«|deal for bonding in technical documentation

+Only now with this software it is possible to correctly estimate,

measure and interpret damages
«Measuring of angles
«Measuring of gaps
+Measurement of radius
«Calculation of ameas
«Saving of the arranged photos
«JPEG data format
»Contains distance blade in the delivery

550.5015 Measurement software 300

fo@alliance-supplies.c
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