HEAD LAMPS

perfectLight headlamp with focus 140 lumen

«Ideal for very long network independent working

+3 Watt CREE Chip Power LED
«Luminous flux 140 Lumen

«up to 100 m light range
«Zoom from spot to flood light

«with multifunctional-button: 1W / 3W / Blink

« Adjustable front and head band for comfort and to stay in

place
«Lamp can be additionally tilted
«Weatherproof protection IPX3
3 hours lamp duration

in 5 click stops

+Includes 3 x AAA 1,5V batteries

FLASHLIGHT

perfectLight torch 85 lumen

«Ideal for very long network independent working

1 Watt CREE Chip LED
+85 Lumens luminous flux
«25 m headlight range

«ldeal for smock and shirt pockets

«Clip for the breast pocket

«Weatherproof protection IPX3

*5- 10 hours lamp duration

+Includes 2 x AA 1,5V batteries
«Ultra light and impact resistant aluminium housing

Technical data:
lllumination period min:

lllumination period max:
Headlight range:

Light current max.:
Luminosity:

Light source:

Weatherproof protection:

5 hour
10 hour
250m
85 lumen
1w

1 watt CREE chip LED
IPX3

perfectLight torch 130 Lumen

«Ideal for very long network independent working
«powerful CREE, XP-G LED
+Luminous flux 130 Lumen

+up to 125 m light range

«focusable light beam

~with practical wrist strap

+robust rubber coating

«Ingress protection according to IP54
+Shock and impact resistant
«approx. 7 hours burn time

+Includes 3 x AAA 1,5V batteries

Working temperature: -10° / +45°C
Technical data:
lllumination period max: 7 hour
n?m £ ﬁ Headlight range: 1250 m
150.4370 16,0 140,0 92 Light current max.: 130 lumen
Technical d Luminosity: 25W
ec. m.ca ?ta' Light source: CREE XP-G LED
lllumination period max: 3 hour = X
—_—— 40070 perfectLight torch 50 Lumen Weatherproof protection: P54
: i i N N Working temperature: -10°/+40°C
Light current max.: 140 lumen «Ideal for very long network independent working
Luminosity: 3w +High power LED
Light source: 3 watt CREE chip power LED 50 Lumenslluhmmous flux ,,?m i ﬁ
o «up to 50 m light range
Weatherproof protection: IPX3 , 5 §
Waikina e 10~ TsaseE «with practical wrist strap 150.4420 32,0 110,0 130
orking temperalure: 0T «Ingress protection according to IP54
«ca 10 hours lamp duration
o o oo ﬁ +Includes 3 x AAA 1,5V batteries perfectLight 12+24V-LED torch 130 Lumen
550.1238 30,0 40,0 65,0 170 «Ideal for very long network independent working

«powerful LED

+Luminous flux 130 Lumen

«up to 100 m light range

«focusable light beam

«with removable plastic protection handle

+Splash water protected according to IP30

«easily and quickly rechargeable over the 12+24V cigarette

perfectLight Headlamp with Motion Sensor

¥ 120, 02D

«Ideal for very long network independent working
«extremely powerful light CREE XP-G2 front LED
+120 lumen luminous flux

= up to 40 m light range

«motion sensor for switching on and off

«two brightness levels

«fast and secure hold due to adjustable headband

Technical data:

" o lllumination period max: 10 hour
«flexible positioning )
«Ingress protection according to IP54 Headlight range: =0,0im;
«Shock and impact resistant Light current max.: 50 lumen
« 14 hours burn time at low brightness level, 7 hours burn time Luminosity: 1W
at high brightness level Light source: High power LED
«Includes 3 x AAA 1,5V batteries Weatherproof protection: P54
Working temperature: -10° / +40°C
b -]
150.4415 28,0 100,0 84

lighter socket

+2 hours charging time

«1 hour burn time

Technical data:

Technical data: lllumination period max: 1 hour
lllumination period min: 7 hour Headlight range: 100,0 m
lllumination period max: 14 hour Light current max.: 130 lumen
Headlight range: 40,0 m Luminosity: 2w
Light current min.: 60 lumen Light source: CREE XP-G LED
Light current max.: 120 lumen Weatherproof protection: IP30
Luminosity: 2W Working temperature: -10°/+40°C
Light source: CREE XP-G2 LED Battery technologie: Lithium-ion
Weatherproof protection: P54 Battery capacity: 0,55 Ah
Working temperature: -10° / +40°C Battery voltage: 37V
i e EA 2 to &
150.4410 64,0 48,0 44,0 105 150.4425 30,0 128,0 100
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«ldeal for very long network independent working
+Halogen lamp

«Flexible long shaft, 400 mm

« With optional clip-on light-flooded magnet
«Includes extension 500 mm

« Approx. 60 hours lamp duration

«Includes 3 x AA batteries

«Impact proof housing

Technical data:

Flexible inspection set

«ldeal for very long network independent working
+Halogen lamp

«Flexible shaft

«Includes flexible fibreglass attachment

«Clip for the breast pocket

< Approx. 60 hours lamp duration

«Includes 3 x 1,5 V AAA batteries

«Impact proof housing

perfect
foldaway

«ldeal for very long network independent working
«powerful spot LED

~extremely powerful light COB front LED
«Inspection light, working light and flashlight in one
+120 lumen luminous flux and spotlight 30 lumen
+270° foldaway housing

«Ultra slim and compact design

«Extremely powerful illumination

+Magnetic

«With hooks for flexible positioning

«Ingress protection according to IP20

+2 hours charging time

+2.5 hours / 6 hours lamp duration

Technical data:

Illumination period max: 60 hour Illumination period min: 2,5 hour 1 1
Light current max.: 10000 lumen lllumination period max: 6 hour
Luminosity: 32W Headlight range: 127 m
Light source: Halogen Light current min.: 30 lumen 2
Light current max.: 120 lumen 1
(%] Length Sparo ﬁ Luminosity: 1,2W
mm m bulb
Light source: COB LED
550.1185 70 600,0 550.1188 120 Weatherproof protection: P20 1 3
Shock resistance level: Ko7
“ 5 . B " Technical data: Working temperature: -10°/ +40°C
Flexible inspection lamp with magnet and mirror . ) , il
lllumination period max: 60 hour Battery technologie: Lithium-ion 1 4
«Ideal for very long network independent working Light current max.: 192 lumen Battery capacity: 07
+Halogen lamp Luminosity: 32W Battery voltage: 37V
«Flexible long shaft, 400 mm Light source: Halogen 1 5

«With optional attachable flexible mirror (20 x 35 mm)
«With optional clip-on light-flooded magnet e &
«Includes extension 500 mm ﬁ 150.4430 2150 228
« Approx. 60 hours lamp duration -
«Includes 3 x AA batteries
«Impact proof housing

550.1160 4 pcs Flexible inspection set 230 1 6

Flexible inspection lamp 400 Lumen
rfectLight 5 + 1 Inspection Lamp 100 Lumen
- Y b 2 «ldeal for very long network independent working 1 7

«Ideal for very long network independent working +6 Watt LED + LED headlight

«powerful spot LED «Luminous flux 400 Lumen
«extremely powerful light COB front LED -Flexiblg shaft , 1 8
«three light modes: two brightness levels and a spot *Revolving hooks for suspending

«3 luminous fluxes: COB Front 50 and 100 Lumen and spot- +Magnetic i
light 25 Lumen luminous flux «With control LED to discharge
= with belt clip «Includes automatic turn off charging station

s —— «Ingress protection according to IP20 «Ingress protection according to IP20
3 hours lamp duration «Shock and impact resistant
«Includes 3 x AAA 1,5V batteries +4-5 hours charging time 2c
\ «impact-resistant polycarbonate housing *4 hours lamp duration
L o «Impact resistant ABS housing
+Housing body covered with high quality rubber
Technical data: 2 1
lllumination period max: 60 hour
Light current max.: 10000 lumen >
Luminosity: 32W
Light source: Halogen 22
2, = = R 23
550.1138 7,0 600,0 550.1188 215

Technical data:

£ 4

Illumination period max: 4 hour
Headlight range: 10,0 m 25
Light current max.: 400 lumen
Technical data: Luminosity: 6W
lllumination period max: 3 hour Light source: 6 Watt LED + LED headlight ZE
Headlight range: 10,3 m Weatherproof protection: P20
Light current min.: 25 lumen Shock resistance level: Ko7
Light current max.: 100 lumen Working temperature: 0°/+40°C 27
Luminosity: 1,5W Battery technologie: Lithium-ion
Light source: 5+1 SMD LED Battery capacity: 2,2
Weatherproof protection: P20 Battery voltage: 74V 28
Shock resistance level: Ko7 AC voltage range alternating voltage: 110-230 V
Working temperature: -10°/ +40°C DC voltage range direct voltage: 12-24V
25
& & = &
150.4435 163,0 67 150.4345 45,0 715,0 390
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leak detection

perfectLight Hand Lamp 500 Lumen

Flexible UV inspection lamp

«Ideal for very long network independent working
«LED UV lamp

+Flexible shaft

+Localizes leaks in air conditioning systems

«Clip for the breast pocket

« Approx. 60 hours lamp duration

«Impact proof housing

«UV lamp

« Extremely high light power

«Ideal for locating leaks in air conditioning pipes

+Great for detecting leaks at close range

+*Revolving head

« Self-powering by attaching crocodile clips to a 12V battery

« With long cable for flexible use

+Includes UV glasses

«Compatible with all industry-standard leak detection additives
«Impact proof housing

..,
550.1180 2pcs UV leak detection light set 460
o " T B
550.1165 {75! 450,0 550.1167 150 consists of:

Cordless UV leak detection light set

+Wireless design

«LED UV lamp

«Extremely high light power

«Ideal for locating leaks in air conditioning pipes

«Great for detecting leaks at close range

+Includes UV glasses

«Compatible with all industry-standard leak detection additives
+Includes 3 x AAA batteries

«Impact proof housing

550.1190 2pcs Cordless UV leak detection light set 400

consists of:

550.1191 Battery-powered UV leak detection lamp 150

550.1181 UV leak detection lamp 360
550.1182 UV glasses 42

HAND LAMPS

perfectLight Hand Lamp 200 Lumen, foldaway

«Ideal for very long network independent working
+powerful spot LED

«extremely powerful light COB front LED

+200 lumen luminous flux and spotlight 50 lumen
+*Revolving hooks for suspending

«foldaway magnetic stand

«Ingress protection according to IP20

«Shock and impact resistant

+Includes 3 x AAA 1,5V batteries

4

Technical data:

lllumination period max: 6 hour
Headlight range: 194 m

Light current min.: 50 lumen
Light current max.: 200 lumen
Luminosity: 25W

Light source: COB LED
Weatherproof protection: P20

Shock resistance level: Ko7
Working temperature: -10°/ +40°C

Length Width Depth
mm mm mm

«|deal for very long network independent working

«powerful spot LED

«extremely powerful light CREE XP-E2 front LED
«three light modes: two brightness levels and a spot
+3 luminous fluxes: Front 250 and 500 Lumen and spotlight

175 Lumen luminous flux

+Revolving hooks for suspending

«foldaway magnetic stand

+Includes automatic turn off charging station
«Splash water protected according to IP65

*Shock and impact resistant
+5 hours charging time

+6 hours / 3 hours lamp duration
+Housing body covered with high quality rubber

Technical data:

lllumination period min: 3 hour
lllumination period max: 6 hour
Headlight range: 61,5m
Light current min.: 175 lumen
Light current max.: 500 lumen
Luminosity: 4w
Light source: CREE XP-E2
Weatherproof protection: P65
Shock resistance level: Ko7
Working temperature: -10°/+40°C
Battery technologie: Lithium-ion
Battery capacity: 22
Battery voltage: 38V
Length v:r“n:\nn D':z:h ﬁ
150.4440 190,0 60,0 29,0 240

550.1182 UV glasses 42

150.4445 205,0 39,0 28,0 120




perfectLight Hand Lamp 600 Lumen

«Ideal for very long network independent working

«High power LED spot

+COB LED Stripe dimmable

+600 lumen luminous flux and spotlight 120 lumen

*Magnetic stand can be rotated through 360° and tilted
through 45

«Micro-USB charging connector on the side

«Fold-out hook for suspension

« Capacity indicator

«Ingress protection according to IP20

»Shock and impact resistant

«4 hours charging time

« 15 hours burn time at lowest level

+2 hours burn time at highest level

«Ultra slim COB LED housing (11 x 21mm) for particularly
difficult to access places

«Plastic housing body covered with high-quality rubber

Technical data:

lllumination period min: 2 hour
lllumination period max: 15 hour
Headlight range: 20,0 m

Light current min.: 120 lumen
Light current max.: 600 lumen
Luminosity: 3w

Light source: COB LED
Weatherproof protection: P20

Shock resistance level: Ko7
Working temperature: -10° / +40°C
Battery technologie: Lithium-ion
Battery capacity: 26

Battery voltage: 37V
150.4460 385,0 34,0 34,0 246
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INSPECTION HAND LAMPS

«Industrial quality

*Double insulation

« Protection pipe out of polycarbonate
«Impact resistant - impact strength IK09
«High quality rubber hand grip casing
*Revolving hooks for suspending

+ With contour connector according to CEE 7/17
«Ingress protection according to IP20

« With integrated connector

«Lamp extension tube interchangeable
«Includes lamp

Cegi—

Technical data:

Pro XL workshop inspection hand lamp 11 watts

«Industrial quality

+Double insulation

« Protection pipe out of polycarbonate
«Impact resistant - impact strength IK09
+High quality rubber hand grip casing
+*Revolving hooks for suspending

«With contour connector according to CEE 7/17
«Ingress protection according to IP20
«With integrated connector

«Lamp extension tube interchangeable
«Includes lamp

-

Technical data:

Luminosity: 11w

Cable length: 5m

Cable: HO5RN-F 2x1,0 mm?2
AC voltage range alternating voltage: ~ 220 - 240 V
Protection class: Il

Weatherproof protection: P20

[} Lengh
e 4

550.1381 35,0 630,0 710

Pro X orkshop inspection hand lamp 13 watts
«Industrial quality

+Double insulation

« Protection pipe out of polycarbonate

«Impact resistant - impact strength 1K09

+High quality rubber hand grip casing
*Revolving hooks for suspending

«With contour connector according to CEE 7/17
«Ingress protection according to IP20

«With integrated connector

«Lamp extension tube interchangeable
+Includes lamp

)

Technical data:

Luminosity: 13W
Cable length: 5m
Cable: HO5RN-F 2x1,0 mm?2

AC voltage range alternating voltage: ~ 220 - 240 V
Protection class: Il

Weatherproof protection: P20

[9) Length
mm mm

550.1386 35,0 720,0 750

Luminosity: 8w

Cable length: 5m

Cable: HO5RN-F 2x1,0 mm?2
AC voltage range alternating voltage: 220 - 240 V
Protection class: Il

Weatherproof protection: IP20

mm

Length ﬁ

550.1376 30,0

500,0 660
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Professional X
expander hold

«Industrial quality

+Double insulation

« Protection pipe out of polycarbonate

+Optimum lighting

« Self-clamping and securable

+Span length = 1,335 - 1,800 mm

«Expanding bracket with large, adjustable and rubber coated
hooks

«Impact resistant - impact strength IK09

«High quality rubber hand grip casing

+Revolving hooks for suspending

«With contour connector according to CEE 7/17

«Ingress protection according to IP54

+With integrated connector

«Lamp extension tube interchangeable

«Includes lamp

workshop inspection
0 watts

Technical data:

Luminosity: 30w
Adjusatbel length: 1.335-1.800 mm
Cable length: 5m
Cable: HO5RN-F 2x1,0 mm?
AC voltage range alternating voltage: ~ 220 - 240 V
Protection class: I
Weatherproof protection: IP54
% = &
150.4305 74,0 1335,0 2,60

Professional XXL LED workshop inspection hand lamp
with expander holder 1,300 lumens

«Industrial quality

«Protection pipe out of polycarbonate

+Optimum lighting

« Self-clamping

«Span width 1.270 - 2.100 mm

«Expanding bracket with large, adjustable and rubber coated
hooks

«Impact resistant - impact strength IK09

+Revolving hooks for suspending

« Universal mouting clip for workshop lamps
«Extra large pivoting range

+Magnet completely rubberised

« Stop peg out of spring steel

2
9

it g &
150.4219 43,0 31,0 79

Workshop cable reel

«Practical and space-saving

« Extra strong, automatic return mechanism
» With endstopper

+180° freely revolving

«Cable working length 20 m

«Connection cable 1.5 m

*Metal wall reinforcement rail 270 mm

Technical data:

+With contour connector according to CEE 7/17
«Ingress protection according to IP44

Technical data:

Light current max.: 1300 lumen
Luminosity: 1B5W
Adjusatbel length: 1.270-2.100 mm
Cable length: 5m
Cable: HO5RN-F 2x0,75 mm?2
AC voltage range alternating voltage: ~ 220 - 240 V
Protection class: I
Weatherproof protection: 1P 44
% = &
150.4297 35,0 1270,0 2,30

LIANCE SUPPLIES SDN.BHD. T: +6 06 333888

Work cable length m: 20m

Connection cable length: 1,5m

Operational voltage: 230V

150.4320 Workshop cable reel 6,50

8887/ 8898

WORK LAMPS

perfectLight LED-Mini-Working Light 900 Lumen

«Ideal for very long network independent working
«extremely powerful light COB front LED

+2 luminous fluxes: 450 and 900 lumens
«Ingress protection according to IP54

+6 AA 1.5V batteries included

«Housing cover also rubber

«fold-out stand

Technical data:

lllumination period min: 3 hour
lllumination period max: 12 hour
Light current min.: 450 lumen
Light current max.: 900 lumen
Luminosity: 12w
Light source: COB LED
Weatherproof protection: IP54
Shock resistance level: Ko7
Working temperature: -10°/+40°C
i e =R
150.4450 185,0 195,0 45,0 580

Professional cold light work lamp 36 watts

«Industrial quality

+2.900 lumens luminous flux

«Polycarbonate protection glass

+Housing cover also rubber

«Impact resistant impact strength IK10

+Hooks for double sided applications and pedestal with con-
tour connector according to CEE 7/17

«Ingress protection according to IP54

«With integrated connector

«Lamp extension tube interchangeable

«Includes lamp

+Blow mould plastic housing

Technical data:

Light current max.: 2900 lumen
Luminosity: 3W
Cable length: 5m
Voltage: 230V
Accessory outlet: -
Protection class: I
Weatherproof protection: IP54
o ow w B

150.4255  230,0 340,0 110,0  150.4256 236
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Professional cold light work lamp 72 watts X ng tripod for work

«Industrial quality

+5.800 lumens luminous flux

«Polycarbonate protection glass

«Housing cover also rubber

«Impact resistant impact strength IK10

»Hooks for double sided applications and pedestal with con-
tour connector according to CEE 7/17

«With 2 x 230 V isolated outlet on the back

«Ingress protection according to IP54

« With integrated connector

«Lamp extension tube interchangeable

«Includes lamp

+Blow mould plastic housing

«Universal stand for working lamps
+Robust castors for uneven surfaces 3
«Universal lamp holder by welded 10mm steel thread

«Ensures optimal illumination2 rollers lockable

2 rollers lockable

«Extremely compact transportation size 4
«On fold away tripod foot part

«Fully adjustable via 360° locking system

«Working height from 0.70m to 1.90m 5
«With cable holder device

«Powder-coated steel construction

+Maximum load of 10kg

7 /L
&/ u-’d’fu“ﬁ&l}“
ACCESSORIES FOR WORK LAM 8
;

«Universal stand for working lamps

«Lamp holder with welded-in 10mm steel thread

«Optimal illuminating guaranteed 1 0
«Secure stand

«Extremely compact transportation size

- On fold away tripod foot part 1 1
«Fully adjustable via 360° locking system

«Working height from 1.35m to 3m

«With cable holder device

+ Powder-coated steel construction 1 2
Technical data: +Maximum load of 10kg
Light current max.: 5800 lumen
Luminosity: 72W
Cable length: 5m 1 3
Voltage: 230V
Accessory outlet: 2 x 230V Schuko
Protection class: ] 1 4
Weatherproof protection: IP54

bulb

Height Width Depth Spare 1 5
mm mm mm

150.4260 285,0 495,0 110,0  150.4261 5,02

16

Professional cold light work lamp 108 watts

«Industrial quality 1 7
+8.700 lumens luminous flux
«Polycarbonate protection glass
+Housing cover also rubber
«Impact resistant impact strength IK10 1 8
»Hooks for double sided applications and pedestal with con-
tour connector according to CEE 7/17
«With 1 x 230 V isolated outlet on the back
«Ingress protection according to IP54
«With integrated connector
«Lamp extension tube interchangeable
«Includes lamp 20
«Blow mould plastic housing

21
22

23

Height min Height max Load capacity
inmm inmm g

150.4492 700,0 1900,0 10 6,00

24

25

26

Technical data:

Light current max.: 8700 lumen
Luminosity: 108 W 27
Cable length: 5m
Voltage: 230V
Accessory outlet: 1 x 230 V Schuko 28
Protection class: I
Weatherproof protection: P54
Heigh v Degtt Soure ﬁ Heightmia Holgt Load :;nmvy ﬁ
150.4265  290,0 500,0 110,0 1504261 5,82 150.4491 1350,0 3000,0 10 6,00

30
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