
16

N5110/Vesta 2 11500239B

N5220/Vesta 2 11500240B

x 2

Extruded aluminium door panel.

Wide angle colour camera (104°).
Intensity controlled light emitters through video signal processing.
Message broadcasting and coloured icons acknowledge the system

status (call in progress, in communication, lock is activated or  the
system is busy).

Privacy on audio, video and door open progresses.
Two relay outputs for lock and gate activation.

Dimensions: 

External: 128(W) x 153(H) mm. 
Embedded: 99(W) x 133(H) x 56(D) mm.

Two wires installation.

Surface installation Vesta 2 hands free monitor.

4.3” colour TFT LCD.
Full graphics multilingual on screen display menu (OSD).
Video spy and auto switch-on functions.
Selective intercommunication with other monitors of the same villa.
Input for door bell apartment push button.
Possibility to patrol external cameras, light activation and 

telephone call transfer by using optional devices (see page 81).

Allow up to 4 panels using DP-GB2/A door panel switcher and 16 apartment 
units in the same villa without additional power supplies.

To be used with 12Vd.c. lock releases (page 92).

KITS Nexa Aluminium · Video systems for villas Nexa aluminium panel

Installation diagrams are shown on pages 104 and 105.

Accessories: N611/AL · N711/AL · N871/AL · N911/AL

1 way colour video kit composed of:
N1110/AL one push button grille module.
EL632/GB2A sound module with colour camera.
N6001/AL assembling set.
NCEV-90CS embedding box.
Vesta 2 GB2 hands free monitor.
FA-GB2/A power supply.

2 ways colour video kit composed of:
N1220/AL two push buttons grille module.
EL632/GB2A sound module with colour camera.
N6001/AL assembling set.
NCEV-90CS embedding box.
2 units of Vesta 2 GB2 hands free monitor.
FA-GB2/A power supply.


