BSLight

LED Flood Light (0.95PF)
IP66
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FEATURES : A

e Built-In IC TECHNOLOGY | . q ; . . | >
e Qver temperature protection |

e No external driver required

» Filtered waveform, Stable voltage

e High system efficiency

e Thin & light weight size

LUMINAIRE SPECIFICATION

e Power : 50W/100W/150W/200W

e Fitting Material : Die-cast aluminium Non-corrosive
e Fitting Color : Black

e Color Temperature : 3000K Warm White/ 6500K Day Light
e CRI :>70

e PCB Material : Pure aluminium + copper

e Optical Cover : PC

e Ingress Protection :IP66

e Impact Protection : IKO8

« Voltage : 100~240 Vac50/60Hz

e Electrical Safety Class :ClassI

e Operating Temperature :-35 ~ +50°C

e Installation : Mounting Bracket

e Surge Protections : Surge protection

e Pre-Wire : 250 mm

e Lifetime : 15,000 Hrs

e All result tested base on 6500K

Input Voltage Lumen Size (LxW xH) Net Packing

mm Weight
BSFL-50 50W  AC100~240 3000K/6500K 5000 200x250x35 1.2 Kg 10 /ctn
BSFL-100 100W  AC100~240 3000K/6500K 10000 235x270x45 1.6 Kg 5/ctn
BSFL-150 150W AC100~240 3000K/6500K 15000 270x315x53 2.5 Kg 5/ctn
BSFL-200 200W AC100~240 3000K/6500K 20000 300x 350x55 3.3 Kg 2/ctn




